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FOREWORD 


HE publication of our No. 16 Catalogue marked the completion 


of 50 years of continuous endeavour and progress as the 


manufacturers of Record Tools. 


Whilst age alone deserves little merit, 50 years of experience and 
research have provided a reliable background for constant progress in 
Hand Tool design, the use of materials, and methods of production, 
with the result that the high quality and performance of Record Tools 


is recognised throughout the world. 


This Catalogue contains various types of Hand Tools in their full 
range which we offer for the use of craftsmen, particularly Engineers, 
Woodworkers, Pipe Fitters, Plumbers and Electricians. Record 
Tools are subject to inspection and test during manufacture and we 
can with confidence guarantee satisfaction to the user which is 


supported with prompt service in the supply of Spare Parts. 


We are always pleased to receive suggestions at any time from 
craftsmen and users which may contribute to the advancement of 


knowledge relating to Hand Tools. 


Cc. & J. HAMPTON, Limited. 








INFORMATION 


Prices : No prices are printed in this Catalogue. For current 
phe and terms reference should be made to our up to date Price 
ist which is available on request. 


Materials : All the materials used in the manufacture of RECORD 
TOOLS are the best obtainable. : 


Guarantee : All Record Tools are guaranteed against defect in 
material or workmanship. Any part proving defective will be 
replaced free of charge, but no responsibility can be accepted for 
consequential damage or expenses. 


Orders: Orders are accepted subject to the proviso that 
deliveries may be wholly or partly suspended through delays caused 
by shortage of material or labour, strikes, failure of transport 
facilities, accidents or other happenings beyond our control. 


indenting : When ordering or specifying Record Tools, please 
state the Article No. shown in the Catalogue, as this number identifies 
both article and size. 


Complaints : Every possible care and attention are given to the 
final examination and packing of all goods, but should there be any 
complaint please notify us at once. 


Literature : Showcards and Leaflets are supplied to stockists of 
Record Tools to assist display and stimulate sales. Electrotypes will 
also be sent on request. 


Trade Marks: “Record” is our Trade Mark officially registered 
in the United Kingdom and abroad, and identifies Tools of our 
manufacture. The word “Leader” is also officially registered by us. 
Our rights against infringement will be enforced. 


Trade Names: Many of our Tools have by usage become known 
by Trade names, as follows :— 
Auto-Vice. 
Imp Vice. 
Stay-Set Plane Cap Iron. 
Multi-Plane. 
Three-in-one Plane. 
Planecraft (book), etc. 


Our rights to limit the use of these words to identify Tools of our 
manufacture will be enforced. 
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RECORD MECHANICS’ VICES 


With Unbreakable Nut Dovetailed into Body 





Record Mechanics’ Vices are the most popular plain screw 
Vices of modern times due to their exclusive features. The design 
has been developed through long experience in the manufacture of 
Vices, and constant research is maintained to ensure maximum 
strength and rigidity. 


They are fitted with an Unbreakable Solid Nut, which is 
recognised as the greatest improvement made in parallel Vices for a 
number of years past, and is an original and exclusive feature of 
Record Vices. 


This Nut brings the Record Mechanics’ Vice up to the standard of 
a Machine Tool, the vital wearing parts of which are made for long 
service and can be renewed should it ever be necessary. 


Security and rigidity are essential with a detachable Nut, and as 
the “‘Record” Nut is dovetailed into the base of the Body, it is 
absolutely fixed and rigid in the Vice. The front of the Nut faces up 
to a strong abutment, which takes all the pressure close up underneath 
the screw. 


This method of securing the Nut in the vice body, together with 
the long barrel of the Nut (which is equal to three diameters of the 
screw), ensures perfect alignment of the Screw and Nut under the 
greatest pressure. 


The Body and Sliding Jaw are Cast Iron of guaranteed strength. 


The Hardened Steel Jaw Plates of Record Vices are renewable and 
interchangeable. 


Record Mechanics’ Vices are Stove Enamelled Record Blue. 





RECORD MECHANICS’ VICES 


With Unbreakable Nut Dovetailed into Body 


Stationary Base Plain Screw Type 





Width Opening Depth Approx. 
Vice of Jaws of Jaws Weight Code 
No. Inches Inches Inches Pounds Word 








SWIVEL BASES 


FOR 


RECORD MECHANICS’ VICES 





(Patent No. 704042) 


Record Swivel Bases are of robust but simple construction and 


are positive in operation. 


These Swivel Bases enable Vices to be rotated in a complete circle 


and firmly locked at any point by the two tightening levers. 


Supplied to suit Vices Nos. 00 to 8. 


RECORD MECHANICS’ VICES 


With Unbreakable Nut Dovetailed into Body 
With Swivel Base Plain Screw Type 


(Patent No. 704042) 


Width Opening Depth Approx. 
of Jaws of Jaws Weight 
Inches Inches Inches Pounds 


24 14 
1% 
1% 
23 
27 
3 
34 





RECORD FITTERS’ VICES 


Stationary Base Quick-Grip Type 


Record Fitters’ Vices combine quick-grip with screw-all-the-way action. 


By pressing the trigger on to the screw head the jaws can be opened or 


closed instantaneously. This quick action saves considerable time. 
The Body and Sliding Jaw are Cast Iron of guaranteed strength. 
The Hardened Steel Jaw Plates are renewable and interchangeable. 


Enamelled Record Blue. 


Width Opening Depth Approx. 
of Jaws of Jaws Weight 
Inches Inches Inches Pounds 


34 23 33 
33 34 47 
4; 33 62 
5} 3Z 80 

Nias eae: 








RECORD FITTERS’ VICES 


With Swivel Base Quick-Grip Type 





These Vices can be swivelled in a complete circle and firmly locked 
at any point by the two tightening levers. 


Enamelled Record Blue. 










Width Opening Depth Approx. 
Vice of Jaws of Jaws Weight Code 
Inches Inches Inches Pounds Word 
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RECORD No. 74 VICE 


PIPE GRIPS HARDENED 
im, STEEL ANVIL 






"| RECORD | 
74. 


i ; 
SWIVEL BASE Hg 





CYLINDER 
HEAD HOLDING PLUG 


FIBRE JAW GRIPS 


The Record No. 74 Vice was originated by us as a general utility 
tool particularly suitable for the home garage. Its merits have 
extended its popularity, and it is now widely used in factories and 
workshops. 

This vice can be satisfactorily secured to the bench solely by 
means of the Swivel Base Stud and Wing Nut, and can be readily 
removed if desired. 


FEATURES 

1. Swivel Base enables the Vice to be swivelled and firmly locked at 

any point for convenience of working. 
5 2. Off-set Jaws to admit long and wide work vertically. 

3. Hardened Steel Anvil. 

4. Solid Steel Slide Bar. 

5. Pipe Grips with hardened Steel Jaw. 

6. Pipe and Rod Bender. 

7. Steel Plug (screwed English and American plug threads) for 
holding cylinder heads of motor engines. 

8. Detachable Fibre Jaw Grips to prevent damage when gripping 


Engine Parts, etc. 


SPECIFICATION 
Width of Jaws 4’. Opening 44’ 
Pipe Jaws will take up to I}” outside diameter. 
Approximate Weight 26 pounds. Code Word: Iitum. 
Enamelled Red. 


Packed complete in box. 











RECORD GARAGE VICE 
No 75 


Guaranteed against Breakage 


HARDENED. 
STEEL ANVIL 





SWIVEL BASE 





CYLINDER 
FIBRE JAW GRIPS HEAD HOLDING PLUG 


The Record Garage Vice is designed to cover a wide range of 
uses in general garage work on heavy and light vehicles. 

It is heavily built to withstand rough usage, and the solid steel slide 
bar gives great strength combined with ample clearance below the 
Jaws so that large and irregular-shaped work can be gripped. 


FEATURES 


1. Swivel Base enables the Vice to be swivelled and firmly locked 
at any point for convenience of working. 

2. Off-set Jaws to admit long and wide work vertically. 

3. Hardened Steel Anvil. ; 

4. Pipe Grips with hardened Steel Jaw. 

5. Pipe and Rod Bender. 

6. Steel Plug (screwed English and American plug threads) for 
holding cylinder heads of motor engines. : 

7. Detachable Fibre Jaw Grips to prevent damage when gripping 


Engine Parts, etc. 
SPECIFICATION 
Width of Jaws 53”. Extra wide opening 7’. 
Pipe Jaws will take up to 23?” outside diameter. 


Approximate Weight 48 pounds. Code Word: Ilityn. 
Enamelled Red. 


Packed complete in box. 
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RECORD VICE No. 74 ON 
TRIPOD datesM No. 574 


This tripod stand folds into a compact unit which is easily portable and 
is suitable for taking to the work. 
The Record Vice No. 74 incorporates the following FEATURES (as 
fully described on page 12). 
1. Swivel Base. 6. Pipe and Rod Bender. 
2. Off-set Jaws. - 7. Valve Holders. 
3. Hardened Steel Anvil. 8. Cylinder Head Holding Plug. 
4. Solid Steel Slide Bar. 9. Detachable Fibre Jaw Grips. 
5. Pipe Grips. | 


Approx. 
Weight 
Pounds 


No. 574 Stand, complete with a RECORD 
Vice No. 74, 4” width of Jaws, fs opening. 
Pipe Jaws will take up to 14” outside 
diameter. 72 















RECORD PORTABLE VICE 
BENCH No. 551] 


(Superseding No. 550). 


Guaranteed against Breakage 


Malleable tron Table and Base. Wrought fron Tubular Legs. 





Top of Table 18’ x 19’. Height of Table 30’. 


Approximate Weight 110 pounds, Code Word : Idfog. 





VICE EXTRA according to type and size required. 





RECORD “IMP” TABLE VICE 
No. 80 


HARDENED 
STEEL ANVIL 






HARDENED TUBE GRIP 
STEEL JAWS 





STEEL SLIDE 


CLAMP FOR 
BENCH OR TABLE 


The Record “imp” Table Vice is designed for use on bench or table. 


It is sturdy and compact, and is used for light precision work such 
as instrument and too! making, etc. 


it has hardened Steel Jaws and Anvil, Steel Slide and machine-cut 
square Thread Screw. 


Attractively finished in red enamel. 


Width of Jaws 2}’. Opening 2}’. 
Weight 4} pounds. Code Word : Impib. 


Packed in box. 
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FIBRE GRIPS FOR VICES 





The Steel Lugs bend round 
the Vice Jaws and secure the 
Grips in position (as shown 
in illustration). 





These Grips are made of Steel and are fitted with Special Fibre Faces. 


This special Fibre has a cushion face and is far more durable than lead 
or copper. 


Delicate articles or highly polished surfaces can be gripped firmly 
without fear of damage. 


Supplied to suit Vices with width of Jaws :— 
21’, 24’, : oe 31’, 34’, 32”, 4’, 4)", 4)” 5”, 5’, 6”. 
Code Word: Islod. 


Packed 6 pairs per box. 








RECORD MACHINE VICES 


Slot 
Width Depth Centres | Approx. 
of Jaws | Opening | of Jaws Size of of Base | Weight 
Inches Inches Inches Base Inches Pounds 


24 14 | Shx4¥| 24 123 
34 14 |63x6$| 34 264 
4 13° |72x74| 4 404 














STANDARD JAWS 


The Standard Vice as normally supplied is fitted with hardened 
smooth-faced jaws, the body jaw having a horizontal and vertical 
90° V recess on one face. Replacements are obtainable, quoting 
Standard Jaws and Vice No. 


ALTERNATIVE JAWS 


Two types of alternative jaws are available, these are 


(a) Special (Non-reversible) slide and body jaws with diamond 
serrations on the gripping faces. 


(b) Unhardened slide and body jaws having all plain faces suitable 
for machining and making into jigs. 


When ordering these jaws specify as serrated or unhardened, 
together with Vice No. 
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Sturdy and rigid Machine Vices for general production work. The 
easily removable jaws can be quickly and inexpensively adapted either 
for holding components of diverse shapes, or as a basis for efficient 
and inexpensive jigs. 


@ The ram type sliding jaw will grip firmly without lift or spring. 
No fine adjustment is necessary to maintain a correct fit of the 
slide in the body of the vice. 


@ The sides of the base are machined parallel and square with the 
jaw faces and extend the full length of the body. This facilitates 
setting on the machine table. 


@ The nut is integral with the body ensuring perfect alignment with 
the main screw which is completely enclosed. 


@ The jaws are of high quality carbon steel, heat-treated under close 
metallurgical control. They are precision ground and are rever- 
sible. Alternative types of jaws are available as listed on page 143. 
Jaws are secured by Allen Set Screws. 


@ The vice is easily dismantled for cleaning. 


@ The body and slide castings are of close grained Meehanite ensuring 
great strength and rigidity. 


Spare Parts readily obtainable 
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RECORD ENGINEERS’ VICES 


Guaranteed against Breakage Stationary Base 





Record Engineers’ Vices are specially recommended for Filers and 
Fitters. The Body and Sliding Jaw Castings are made of High-Tensile 
Pearlitic Malleable Iron 30 to 35 tons per square inch and are 
guaranteed against breakage. There is ample clearance beneath 
the jaws to allow irregular-shaped articles to be gripped. 


The Hardened Steel Jaw Plates are secured by screws having fine 
threads and long taper heads to ensure rigidity, and are renewable 
and interchangeable. 


Enamelled Record Blue. 
QUICK-GRIP TYPE 


















Width Opening Depth Approx. 
Vice of Jaws of Jaws Weight Code 
No. Inches Inches Inches Pounds Word 


34 44 5 3 35 
48 


RECORD ENGINEERS’ VICES 


With Swivel Base 





These Vices can be swivelled in a complete circle and firmly locked 
at any point by the two tightening levers. 


Enamelled Record Blue. 


QUICK-GRIP TYPE 


Width Opening Depth Approx. 
of Jaws of Jaws Weight 
Inches Inches Inches Pounds 





RECORD ENGINEERS’ VICE 
No. 84 


Guaranteed against breakage 


Stationary Base Quick-Grip Type 


RECORD 
ef 


Ne BS. 





This Record Engineers’ Vice No. 84 is specially recommended 
for Fitters and heavy-duty work. 


The Body and Sliding Jaw castings are made of High-Tensile 
Pearlitic Malleable Iron 30 to 35 tons per square inch and are 
guaranteed against breakage. 


The Hardened Steel Jaw Plates are secured in position by hexagon- 
head set-screws, and are renewable and interchangeable. 


Enamelled Record Blue. 


Width of Jaws 44’. Depth of Jaws 3’. Opening 5?’. 


Approx. Weight 41 pounds. Code Word : Iffae 
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RECORD ENGINEERS’ 
HEAVY-DUTY VICES 


Guaranteed against Breakage 









These Vices are built to withstand the most arduous conditions, 
and are eminently suitable for heavy chipping, hammering, etc. 


The Body and Sliding Jaw are well-braced Castings of robust 
design made of High-Tensile Pearlitic Malleable Iron 30 to 35 tons 
per square inch and are guaranteed against breakage. The 
Screw is of large diameter made of High-Tensile Steel. 


Enamelled Record Blue. 


QUICK-GRIP TYPE 








Width Opening Depth Approx. 
Vice of Jaws of Jaws Weight Code 
No. Inches Inches Inches Pounds Word 









PLAIN SCREW TYPE 


RECORD 
HEAVY CHIPPING VICES 





This is a powerful Vice of great strength with Plain Screw action. 


It is designed for rough and heavy work in Railroad and Machine 
Shops, Erecting Shops, Foundries, etc., where heavy duties are 
imposed upon Vices, such as Pneumatic Chipping, etc. 


The Body and Sliding Jaw are Cast Iron. 


The Hardened Steel Jaw Plates are extra deep, giving a large gripping 
surface, and are tenoned on to the Vice, ensuring absolute rigidity. 


The Nut is detachable and can be renewed. 


Enamelled Record Blue. 
Width Opening Depth Approx. 


of Jaws of Jaws Weight 
Inches Inches Inches Pounds 
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RECORD ENGINEERS’ 
HEAVY CHIPPING VICES 


Guaranteed against Breakage 










This Vice is a heavy and powerful tool of great strength with 
Plain Screw action. 


The Body and Sliding Jaw castings are made of High-Tensile 
Pearlitic Malleable Iron 30 to 35 tons per square inch and are 
guaranteed against breakage. 


The Hardened Steel Jaw Plates are of extra depth, giving a large 
gripping surface, and are tenoned on to the Vice, ensuring absolute 
rigidity. 

The Nut is detachable and can be renewed. 


‘Enamelled Record Blue. 












Width Opening Depth Approx. 
Vice of Jaws of Jaws Weight Code 
No. Inches Inches Inches Pounds Word 


516 6 10 44 120 Ijhao 
517 7 12 43 190 Ijhep 
12 












RECORD COMBINATION VICES 


Stationary Base 





This Vice is a combined Bench and Pipe Vice with Plain Screw 


action. 


The Body, Sliding Jaw and Base Plate are Cast Iron of guaranteed 


strength. 


The Pipe Jaws are machined from tool steel, and are carefully 
hardened and tested. They can be readily detached to enable the 
Vice to take deep work between the jaws. The front Pipe Jaw has 
teeth at both ends and is reversible. 


Will grip 
Pipes 
Inches 


4 to 24 
4 to 34 
$ to 45 
1 to 6 


Width of 
Vice Jaws 
Inches 


33 
43 
5 
6 
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(Continued on next page) 


Approx. 
Weight 
Pounds 


38 
68 


112 


Sletten a —— 
a a 
i 
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RECORD COMBINATION VICES 


With Swivel Base 





(Continued from previous page) 


The Parallel Jaw Plates are made of Hardened Steel and are of 
extra depth, giving a large gripping surface. They are tenoned on 
to the Vice, ensuring absolute rigidity. 


The Nut is detachable and can be renewed. 


The Swivel Base locking arrangement is simple and effective, and 
the Vice can be locked in any position by means of the wing nut. 


Enamelled Record Blue. 
Will grip Width of Approx. 


Pipes Vice Jaws Weight 
Inches Inches Pounds 
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STEEL. JAVV PLATES 


For RECORD VICES 


Code Word: Isleb 
The Steel Jaw Plates of Record Vices are interchangeable. 


When ordering spare Jaw Plates Vice Number should be given 
as width of Jaw alone is not sufficient. 


Width Width 
of Jaws of Jaws 
Inches No. Inches 


4 
i 


ED De 


OND 
ni= 








RECORD 
WOODWORKERS’ VICES 


With Steel Slides Quick Grip Type 








SAWDUST 
EXCLUDER 
PLATE 


NUT EASILY REMOVED 
FOR CLEANING 





RECORD 
WOODWORKERS’ VICES 


Record Woodworkers’ Vices are the original Steel Slide Vices 
and the recognised standard of the Woodworking Trades. 


Construction: Body and Sliding Jaw are of robust design and are 
made of cast iron of guaranteed strength. The Sliding Bars are Solid 
Steel and work in accurately machined housings, this gives a smooth 
sliding movement and a straight and firm grip. The Steel Slides are 
placed in such a position under the Jaws so as to give ample clearance 
for gripping large work. The Vices are fitted with a Sawdust Excluder 
Plate, and a Nut Guide which can be easily removed to facilitate 
cleaning of the Half-Nut. The Vices are enamelled Record Blue. 


Dual Action: Record Quick-Grip Vices shown on pages 29 to 31 
have been proved over many years as the standard dual-action Vices. 
A half-turn on the handle grips or releases the work instantly, whilst 
major movements can be made either by turning the handle or by 
pressing the trigger when the Jaw will slide freely to and from the 
work. These Vices are also made with Plain Screw Action only. 


Strength and Durability: Record Woodworkers’ Vices are 
guaranteed to meet the most arduous workshop conditions and to 
give long and dependable service. 


Types of Vices: Woodworkers’ Vices are made in three types 
as follows:— 


1. With Quick Grip Action (as illustrated on page 29). 

2. With Plain Screw Action only. (Page 32.) 

3. With Quick Grip Action and fitted with Screw and Nut Cover. 
(Page 31.) 


QUICK GRIP TYPE 


Width Opening Approx. 
of Jaws Weight 
Inches Inches Pounds 





RECORD 
WOODWORKERS’ VICES 


With Screw and Nut Cover Quick Grip Type 









These Vices are of the same construction as the Quick-Grip Type 
described on pages 29 to 30, with the addition of the Screw and Nut 
Cover. 


This Cover extends the entire length of the Screw. It protects 
both the Screw and Nut from damage, and prevents sawdust and 
shavings dropping on to the threads and choking these working 
parts. Enamelled Record Blue. 


WITH SCREW AND NUT COVER 
(Quick-Grip Vices only) 






Approx. 
Weight Code 
Pounds Word 





Opening 







| a 





18 







32 
35 

















RECORD 
WOODWORKERS’ VICES 


With Steel Slides Plain Screw Type 





These Vices are of similar construction to the Quick-Grip type 
described on pages 29 to 30, but they are fitted with ordinary square 
thread Screws and Solid Nut, making them screw-all-the-way Vices. 
Enamelled Record Blue. 


PLAIN SCREW TYPE 


Width | Opening Approx. 
of Jaws Weight 
Inches Inches Pounds 


18 


32 
35 
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RECORD WOODCRAFT VICE 
No. 55 





This Vice is of simple construction with Solid Steel Slides and a 
Nut which is integral with the Body. It has a square thread screw 
and Plain Screw Action. 


Suitable for light woodworking service. Handle, Screw and Slides 
are Plated. Stove Enamelled Record Hammer Blue. 


- —OOOCOOOIE OE ————————— eee Sl Ul ee 


Width of Jaws 64°. Opening 63”. Weight I1 pounds. 


Code Word: Ijeme. 


Packed 1 per box. 





a = 
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RECORD AMATEUR 
WOODWORK VICE No. 30 


= 





This Vice one be screwed to bench or table. 
Slides, Screw and Handle are made of Steel ana are Plated. 
Stove Enamelled Record Hammer Blue. 


Width of Jaws 6”. Opening 44”. Weight 6; pounds. 
Code Word : Ijeld. 


Packed 1 per box. 


RECORD JUNIOR 
WOODWORK VICE No. 5! 


te acti 


sos ane ereneeec eae NTT = Sees 
4 SESS ES SR 


This Vice is made with a Clamp so that it can be readily fixed to 
bench or table. 


Slides, Screws and Handle are made of Steel and are Plated. 


Stove Enamelled Record Hammer Blue. 
Width of Jaws 6’. Opening 44”. Weight 6 pounds. 
Clamp wil! take from }” to 23” thick boards. 
Code Word : Ijdel. 
Packed 1 per box. 
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RECORD JUNIOR 
WOODWORKERS’ VICE & CRAMP | 
COMBINED, No. 5lc. 





The Record Junior can be fixed to a bench, table, trestle, or 
post. It will fasten to anything from 2” to 24” thick. It can be 
carried in a tool kit. 


The Cramping Bar can be readily fixed or detached without 
removing the Vice from the bench or table. 


The Cramp will take work up to 32” in length, and will grip 
taper or straight work as desired. 


The Vice has a perfectly parallel grip without any side movement. 


Width of Vice Jaws 6’. Opening of Vice Jaws 4’. 
Cramp will take in 32’. 


Weight 10 pounds. Code Word : Ijdak. 
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RECORD 
STEEL BENCH SCREWS 


For WOOD VICES. 


These Bench Screws are made from solid Steel Forgings, machined 
all over, and polished bright. 


The Nut and Collar are finished black. 


Length Overall Diameter of Screw 
inches Inches 








RECORD BENCH STOP 
No. 169 





The Record Woodworkers’ Bench Stop is supplied with Hardwood 
Block 14” x 1”. 


The Bench Stop is easily fixed on the underside of the bench, and 
the block slides through a hole cut in the bench, and is fastened in 
position by the wing-nut. 


Approx. Weight 2 pounds. Code Word: Ivsid. 








PARTS for RECORD VICES 


RECORD MECHANICS’ VICES (PLAIN SCREW). 
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PARTS for RECORD VICES 


RECORD MECHANICS’ VICES (PLAIN SCREW). 
To suit Vices No. 00 to 8. 


Sliding Jaw, complete with Jaw Plate and Screws. 
Body, complete with Jaw Plate and Screws. 
Main Screw, Handle, Spring, Washer and Pin. 
ied Plates, with Set Screws, pair. 
ut, 


RECORD FITTERS’ VICES (QUICK-GRIP). 
To suit Vices No. 2I1 to 25 and 84. 


Sliding Jaw, complete with Jaw Plate and Screws. 

Body, complete with Nut Bracket, Jaw Plate and Screws. 

Main Screw, Handle and Washer. 

Jaw Plates, with Set Screws, pair. 

Nut. 

Trigger, complete with Front Cover Plate, Spring, 
Adjusting Nut and Rocker Bar. 

Nut Bracket and Screws. 


A. 
B. 
Cc: 
D. 
E. 
F. 
H 


RECORD WOODWORKERS’ VICES. 
To suit Vices No. 52, 524, 53. Quick Grip and Plain Screw. 


Sliding Jaw, complete with Slides and Back Bracket. 

Body, complete with Nut Bracket. 

Main Screw and Handle with Pin and Washer. 

Back Bracket. 

Nut. 

Trigger, complete with Spring, Adjusting Nut and Rocker 
Bar. 

Spring only. 
ut Bracket and Screws. 

Nut for Plain Screw Type not illustrated. 


> 
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NOTE.—If replacement of the Screw or Nut becomes necessary 
it is recommended that both parts be renewed together as 
increased wear will result from the use of an old part with a 
new one. 








PARTS for RECORD VICES 


(Continued) 
RECORD ENGINEERS’ VICES 





PARTS for RECORD VICES 


(Continued) 







RECORD ENGINEERS’ VICES 
To suit Vices No. 34, 35 and 36. Quick Grip and Plain Screw. 






Sliding Jaw, complete with Jaw Plate and Screws. 

Body, complete with Nut Bracket, Jaw Plate and Screws. 

Main Screw and Handle. 

te Plates, with Set Screws (pair). 
ut. 

Trigger, Complete with Front Cover Plate, Spring, 
Adjusting Nut and Rocker Bar. 

Sleeve for Screw with Spring and Washers. 

Nut for Plain Screw Type not illustrated. 
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RECORD ENGINEERS’ HEAVY-DUTY VICES 


To suit Vices No. 110, III, 112, 113, 114. Quick Grip and 
Plain Screw. 


Sliding Jaw, complete with Jaw Plate and Screws. 

Body, complete with Nut Bracket, Jaw Plate and Screws. 

Main Screw, Handle and Washer. 

Jaw Plates, with Set Screws (pair). 

Nut. 

Trigger, complete with Front Cover Plate, Spring, 
Adjusting Nut and Rocker Bar. 

Nut Bracket and Screws. 

Nut for Plain Screw Type not illustrated. 
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NOTE.—If replacement of the Screw or Nut becomes necessary 
it is recommended that both parts be renewed together, as 
increased wear will result from the use of an old part with a 
new one. 











PARTS for RECORD AUTO VICE, No. 74 
AND 
RECORD GARAGE VICE, No. F be 


Sliding Jaw, complete with Steel Jaw Plate (D). 
Body, complete with Steel Jaw Plate (D) and Anvil. 
Main Screw, Washer and Pin. 

Jaw Plates (pair). 

Swivel Base Plate. 

Screwed Stud, Wing Nut and Washer (for No. 74 only). 
Pipe Grip. 

Handle. 

Screw Guard (for No. 74 only). 

Cylinder Head Holding Plug. 

Sleeve Nut (for No. 75 only). 


A. 
B. 
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PIPE VICES 
WRENCHES 
& CUTTERS 
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RECORD HINGED PIPE VICES 


Ma:leable Iron Body 





Back View Front View 


These Pipe Vices are designed to withstand the heaviest 
pipe work, and are guaranteed against breakage. 


They are made of best Malleable Iron, and are fitted with Steel 
Screw. The Jaws are machined from Tool Steel, and are carefully 
heat-treated and tested. 


These Vices are Self-Locking, and the Frame is reversible so that 
the Vice can be operated either right or left hand. Enamelled 
Record Blue. 


Three Bolt Holes are provided in the base, or fastening to bench 
or post. 


All parts are interchangeable, and are fully guaranteed 
against defect in material or workmanship. 








RECORD HINGED PIPE VICES 


Range of COMPLETE PIPE VICES 


Will grip Approx. 
Pipes Weight 
Inches Pounds 


$ to 1 


4 to 14 
$ to 2 
) $ to 25 
4 to 34 
$ to 44 
4 to 6 
1 to 8 
14 to 12 





*No. 91 recommended for Electrical Conduits and Light Service only 


List of PARTS 


Base Lower Jaws (Tool Steel) 
Frame Upper Jaws (Tool Steel) 
Main Screw and Handle Bolts and Nuts for Lower Jaws 
Locking Hook with Rivet Bolts and Nuts for Upper Jaws 


Moving Jaw Clamps (pair) Bolt and Nut for Frame 





When ordering Parts state Vice No. and part required 








RECORD LONG JAW HINGED 
PIPE VICES 


Malleable Iron Body Self-Locking Reversible Frame 


OUTSTANDING FEATURES 


2 Long top and bottom Jaws holding the pipe firmly without any 
| crushing or bending. Made from best quality tool steel 
accurately machined and heat-treated. 


Bottom Jaws are reversible giving DOUBLE LIFE. 

Inbuilt device for bending or straightening pipe. 

Malleable Iron Frame and Base guaranteed against breakage. 
Hook which locks and holds automatically. 

A Steady to support the pipe is incorporated in the base. 


Approx. 
Weight 
Pounds 


Pipes 


Will Grip 
Inches 


12 
19 


4 to 24 
$4 to 34 
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RECORD CHAIN PIPE VICES 


DROP-FORGED STEEL 


These Chain Pipe Vices can 
be readily fixed to bench or 
post. They are compact and 
portable. Nos. 181 and 182 
being suitable for carrying in a 
tool kit. 


They are made of Drop- 
Forged Steel and are un- 
breakable. The Jaws are care- 
fully hardened and tempered 
and are securely fixed to base 
with 2 High Tensile Steel Bolts, 
making them easily replaceable. 

The Chains are made of High 
Tensile Steel, tested and guaran- 
teed to give dependable service. 

All parts are interchangeable 
and are fully guaranteed against 
— in material or workman- 
ship. 





Range of COMPLETE PIPE VICES 


Capacity 
Size Pipe 
Inches 


$ to 2 
4 to 4 
$ to 6 
4 to 8 





Approx. 
Weight 
Pounds 


4 
11 
19 
30 


List of PARTS 


Chain with Screw. 
Jaw and Bolts. 


Screw. 


Handle and Nut. 
Nut. 





When ordering Parts state Tool No. and Part required. 
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RECORD KIT PIPE VICE 
No. 28): A 
















This Pipe Vice is of 
similar construction to the 
standard type which bol!ts 
to the bench but has a 
Screw Clamp Integral 
with the Base which 
enables it to be securely 
attached to bench, post, or 
other support without the 
use of bolts or screws. 
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The Drop-Forged 
Steel Jaws are carefully 
hardened and tempered to 
give long service. 





The Chains are made 
of High Tensile Steel 
and are tested and guaran- 
teed to give dependable 
service. 


Light and compact for 
carrying in tool kit. 


All parts are interchangeable and are fully guaranteed against 
defect in material or workmanship. 






Vice No. Capacity Approx. Weight Code Word 
281A To grip }” to 2” pipes 6 pounds Ikkuf 





Spare Chains, Jaws, and other Parts are available. 





RECORD CHAIN PIPE VICE 
ON TRIPOD STAND 








This Tripod Stand folds 
into a compact unit 
which is easily portable 
for Pipe Fitters to take 
to the work. 











Approx. 
Weight Code 
Pounds 










No. 581 Stand, fitted with a No. 181A Record 
Chain Pipe Vice, for $” to 2” pipes ows 40 Idfri 










No. 582 Stand, fitted with a No. 182A Record 
Chain Pipe Vice, for {” to 4” pipes is 56 ldfif 











RECORD HINGED PIPE VICE 
ON TRIPOD STAND 










This Tripod Stand folds 
into a compact unit 
which is easily portable 
for Pipe Fitters to take 
to the work. 












| 
Approx. 
Weight Code 
Pounds Word 






No. 592 Stand, fitted with a No. 92 Record 
Hinged Pipe Vice, for 4” to 2” pipes 45 Ideze 
No. 5924 Stand, fitted with a No. 92} Record 

Hinged Pipe Vice, for 4” to 24” pipes ati 56 Idgak 
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RECORD LONG JAW HINGED 
PIPE VICES ON TRIPOD STANDS 














This Tripod Stand folds into a compact unit which is easily portable 
for Pipe Fitters to take to the work. 












Approx. 
Stand No. RECORD TRIPOD STAND Weight Code 
fitted with a Peunds Word 





5192 No. 192 Record Long Jaw Hinged 
Pipe Vice, for 4” to 2” pipes ...| 46 Iderc 
51924 No. 1924 Record Long Jaw 
Hinged Pipe Vice, for 4” to 22” 
pipes... ve pie aT 
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RECORD 
LEADER CHAIN PIPE TONGS 


DROP-FORGED STEEL 


Pipe can be turned either way without removing 
the Tongs from the pipe (_ we) vo 


Record Leader Chain Pipe Tongs have been produced to meet 
the demand for a Heavy-Duty Reversible Chain Pipe Tong. 

The main features are :— 

Robust construction which provides a high factor of safety. 
The reversible action enables the pipe to be turned in either 
direction without the Tongs being moved from the pipe. 
With the outer Jaws removed the Centre Jaw becomes 
operative for use on pipe fittings where a narrow grip is 
required. 

. The outer Jaws have teeth on both sides which give double 
life. 

The Handles and Jaws are Drop-Forged Steel, they are accurately 
machined and heat-treated to stand up to hard usage and to give 
long service. 

The Chain and Connecting Links are of High Tensile Steel 
manufactured under close limits of analysis and heat-treatment. 
All Chains are tested and guaranteed to the breaking strain figures 
given in the table opposite. 

These Wrenches are made to standard dimensions and all parts 
are interchangeable. They are fully guaranteed against defect in 
material or workmanship. 











RECORD 
LEADER CHAIN PIPE TONGS 


Length Chain 

Capacity Length | Approx. of Breaking 

Size Pipe Overall | Weight Chain Strain 
Inches Inches Pounds Inches Pounds 


532 27 11 164 9,800 


533 2 to 4 ky 19 204 12,600 
5334 1 to 6 28 304 14,300 


534 | 14 to 8 50h | 41 37 15,700 
535 | 2 to 12 65 53 21,800 








CeO 


Chain complete with Connecting Link and 


Side Jaws (Pair) Stirrup Links 
ih} c—p sais — 
Jaw Boltand Stirrup Link Pin Centre Jaw Centre Jaw 
Nuts and Washer Rivet 


List of PARTS 


Handle. Side Jaws (pair). 

Chain (complete with Connecting Jaw Bolt and Nuts. 
Link and Stirrup Links). Centre Jaw. 

Stirrup Link Pin and Washer. Centre Jaw Rivet. 





When ordering Parts state Tool No. and Part required 


53 








RECORD 
CHAIN PIPE WRENCHES 


DROP-FORGED STEEL 





With Flat Link Chain 


Record Chain Pipe Wrenches are made of Drop-Forged 
Steel, with Double-Ended Reversible Jaws for gripping pipes, 


pipe-fittings, etc. 
The Jaws are carefully hardened and tempered to ensure long life. 
The Jaw Bolts are of High Tensile Steel. 


The Chains and Connecting Links are made of High Tensile 


Steel, and they are tested and guaranteed to give dependable service. 


All parts are interchangeable, and are fully guaranteed 


against defect in material or workmanship. 


TESTED AND GUARANTEED 
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RECORD 
CHAIN PIPE WRENCHES 


Drop-Forged Steel, Double-Ended Reversible Jaws 
Range of COMPLETE WRENCHES 


Chain 


Capacity Length Approx. Breaking Code 


Inches Inches Pounds Pounds 


14 23 3,500 Ibinc 
20 5 6,800 Ibird 


230 4 to? 
231 $ to 14 
232 4 to 24 27 10 9,800 Ibite 
233 2 to 4 16 12,600 Ibjif 
2334 1 to 6 24 14,300 Ibjog 


Size Pipe Overall! Weight Strain Word 





234 14 to 8 32 15,700 Ibkei 
235 ' 2to12 50 21,800 Ibkik 
*216 4 to 18 40,000 Ibkol 





*No. 216 Wrench supplied with Non-Reversible Jaws 


L ccenienneaties sae 


Handle 
&— Studs with Nuts (Set of 2) 
© © OMG GD GOGO GOGO OD GD GO. GOP 
Jaws (Pair) Chain with Connecting Link 


List of PARTS 


Chains Studs with Nuts 
Jaws Handles 





When ordering, state Tool number and part required 
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RECORD 


LEADER PIPE WRENCHES 
Fig. 350 


For heavy duty—and rough handling 





The RECORD Leader Wrench is designed as a heavy-duty tool and 
will stand up to rough handling and hard work. The incorporation of 
the housing as an integral part of the Handle reduces the cost of 
maintenance and the number of spare parts required. This housing is 
fully guaranteed against breakage. 


Eight sizes are available with capacities for handling pipes up to 8’ 
diameter. 


The Leader Wrench has in every case a greater capacity than the 
corresponding size of Stillson Wrench. 


SPECIFICATION 


The Handle is a heat-treated Alloy Casting which is proof-tested 
for strength and is of a comfortable design for gripping. 


The Hook Jaw and the Handle Jaw are Drop-Forged and made of 
High-Grade Steel to a very close specification. They are speciall 
heat-treated to ensure correct hardness on the teeth combined with 
toughness to resist bending or breakage. Careful design and accurate 
machining of both jaws provide an immediate and positive grip. 


The insert Handle Jaw is easily replaceable. 


The nut is also of heat-treated steel and provides easy adjustment 
of the Wrench. 


All Parts are made to standard dimensions and are interchangeable. 
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RECORD 
LEADER PIPE WRENCHES 
Fig. 350 


Capacity Approx. 
Length Size Pipe Weight 
Inches Inches Pounds 


vi- 


ODouUWNN—— 
ni- 


SPARE PARTS 


_ Flat Spring 


ie Coil Spring 
Nut 


List of PARTS 


Handle (complete with Handle Jaw | Hook Jaw 
and Pin) Nut 


Handle Jaw | Coil Spring 


Pin Flat Spring 


When ordering Parts state Tool No. and Part required. 














RECORD 
STILLSON PIPE WRENCHES 


Fig. 300 


DROP-FORGED STEEL 





RECORD Stillson Wrenches are guaranteed to give long and 
dependable service and are accepted as a standard of quality all over 
the world. 


The seven sizes available cover a range of pipes from 4%” to 5’ 
diameter. 


SPECIFICATION 


The Handles and Jaws of these Wrenches are made of High- 
Quality Drop-Forged Steel. They are subjected to special heat- 
treatment processes which toughen the parts and give to the Gripping 
Teeth the extra hardness which is necessary to withstand hard wear. 


The frame is made of high-grade Malleable lron and the Nut is 
accurately machined to ensure ease of adjustment. 


All parts are interchangeable. 
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RECORD 
STILLSON PIPE WRENCHES 


Fig. 300 
DROP-FORGED STEEL 


Length Will grip Approx. 
when Open Pipes Weight 
inches Inches Pounds 


3 to Fz 
1 to 1 12 
1 to 14 23 


4 to 2 43 
4 to 24 72 
4 to 34 16 
1 to 5 24 





All sizes up to 18 are individually packed. 


Spare Parts on Page 60 


PARTS FOR 
RECORD STILLSON PIPE WRENCHES 


Handle 


Frame and Pin 


Spring and Rivet Nut Spring and Rivet 
(Rear) (Front) 


List of PARTS 
Jaws. Nut. 


Frame and Pin. Springs (set). 
Steel Handle with Springs. 


When ordering Parts state Tool No. and Part required 











RECORD 
THREE-WHEEL PIPE CUTTERS 


With Fast Cutting Wheels 


These Pipe Cutters are the standard Three-Wheel type for general 
use and can also be used where it is not practicable to revolve the 
tool completely round the pipe. 


An important feature is the Record Fast Cutting Wheels which 
has been achieved by the use of High-Grade Crucible Tool Steel, 
scientifically heat-treated, enabling the thickness of the cutting edge 
to be reduced without sacrificing the strength of the Wheel. 





Record Fast 
Cutting Wheel 


The Hook, Slide and Handle are made of Malleable Iron, accurately 
machined, and fitted with a Steel Screw. 


These Pipe Cutters are individually tested for correct tracking, 
and are guaranteed against defect in material or workmanship. 


All parts including Wheels and Pins are interchangeable. 














RECORD 
THREE-WHEEL PIPE CUTTERS 





Nos. 103 to 107 


Cutter Will cut Approx. 
No. Pipes Weight 
Inches Pounds 


101 
102 
103 
104 
105 
106 
1064 
107 








Nos. 101 and 102 packed 1 per box 


List of PARTS 


Wheels. Slide, with Wheel and Pin. 


Wheel Pins. Handle and Screw. 





Hook (without Wheels or Pins). Grub Screw for Slide. 


When ordering Parts state Tool No. and part required 
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RECORD ROLLER PIPE CUTTERS 


(One Wheel) 





The Record Roller Pipe Cutter which has one fast Cutting Wheel 
and two Rollers has been produced to cut Pipes square and smooth 
with practically no outside burr, leaving them ready for threading or 
jointing. 

The Tool is of substantial construction designed to give a solid 
and fast cutting action. 


The fast Cutting Wheel is made of special Tool Steel and heat- 
treated with great care. The Rollers and the Pins are made of 
suitably hardened Steel to resist wear and all Parts are made to 
close dimensions and are interchangeable. 


Will Cut Approx. 
Cutter Pipes Weight 
No. Inches Pounds 


4 to 2 
1 to 3 
2 to 4 





List of PARTS 








Wheel Body (without wheel or pin) 
Rollers Slide (without Rollers or pins) 
Pins (with circlips) Handle and Screw 


Extension Handle (Nos. 203 and 204) 





When ordering Parts state Tool No. and Part required 
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RECORD LINK PIPE CUTTERS 


For Cast Iron Mains 


Fig. 45. As fixed on 4” Pipe 


Record Link Pipe Cutters are suitable for use on Cast Iron Mains, 
including Centrifically Cast or Spun Pipes. 


They can be used in trenches and similar confined spaces, and can 


be quickly adjusted for size by adding or taking away Links, Wheels 
and Pins according to requirements. 


These Pipe Cutters adjust themselves to pipes irregular in shape. 


Record Link Pipe Cutters are individually tested for cutting in 
line, and are guaranteed against defect in material or workmanship. 


All parts are interchangeable. 


How to use these Pipe Cutters : Pass the links round the pipe 
and secure the adjusting screw. Move the handle to and fro, ensuring 
that a continuous track is cut into the pipe. Continue the movement 
and tighten the adjusting screw until the pipe is cut deeply enough to 
break off. 


Liberal use of oil whilst working the tool will facilitate its action 
and prolong its life. 


For full range of sizes see page 66. 










RECORD LINK PIPE CUTTERS 


For Cast lron Mains 





Fig. 46. As fixed on 7” Pipe 





Fig. 47. With 2 Handles for cutting 24’ Pipes 












RECORD LINK PIPE CUTTERS 


For Cast Iron Mains 






Will cut Pipes No. of Approx. 
Inches Wheels Weight Code Word 
Pounds 
























oe 



































4 to 1 3 7 Idply 
Fig. 045 4 to 14 4 8 Idpoz 
$ to 2 5 94 Idpum 
22073 5 11 Idnam 
2 to 4 6 at Idnen 
Fig. 45 2 to 5 "4 13 Idnio 
2 to 6 8 15 Idnop 
2 to 7 9 16 Idnur 
2 to 8 10 174 Idnys 
Three Short Links and 
Three Wheels to in- 
Fig. 45A crease the cutting 24 Idomo 
range of Fig. 45 down 
to t-in. 
$ to 3 8 134 Igmar 
4 to 4 9 15 Igmes 
Figs.45&45A| 7 to 5 10 16 Igmit 
combined 4 to 6 11 17 Igmou 
4 to7 12 18 Igmuy 
4 to 8 13 20 Ignaz 
5 to 6 5 19 Igulc 
5 to7 6 21 lgumd 
Fig. 46 5 to 8 7 23 Igupe 
5 to 10 8 25 Igurf 
5 to 11 9 27 Igusg 
5 to 13 10 29 Iguti 
12 to 14 9 60 Igpep 
Fig. 47 12 to 16 10 65 Igpir 
(Extra large 12 to 18 11 70 Igpos 
size with two | 12 to 20 12 75 Igput 
handles) 12 to 22 13 80 Igsiz 
12 to 24 14 85 Igsum 







List of PARTS 











Wheels. Fork only. 

Pins. Handle Bolts and Nuts. 
Shouldered Links. Eye Bolts. 

End Links. Wing Nut. 

Handle and Fork Unit complete. Half Round Washers. 
Handle only. Spanner. 






When ordering state Tool No. and part required 
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RECORD 
PIPE WELDING CLAMPS 


Patent Pending 


@ ROBUST DESIGN 


@ QUICK AND POSITIVE ALIGNMENT OF PIPES 


@ SIMPLE AND EASY TO OPERATE 
@ ALL PARTS MADE OF STEEL OR MALLEABLE IRON 
Pipe Overall Overall Overall Approx. 


Clamp | Capacity Length Width Depth Weight 
No. Inches Inches Inches Inches Pounds 








BOLT 
| CLIPPERS 
Pages 70-82 













RECORD BOLT CLIPPERS, NUT 
SPLITTERS and CHAIN CUTTERS 
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RECORD CLIPPERS 


For cutting Bolts, Rods, Wire, Wire-rope, and Chains 
and for Splitting Nuts 


General Use.—The Record Clipper is well known as a Hand Tool 
of great utility, covering a wide range of uses both in the workshop 
and in the field. The tool and its many applications are described 
in the following pages to assist the user in selecting the right type 
of Clipper for his work. 


Design and Materials.—The powerful cutting action of the 
Jaws is produced by the effect of the long leverage on the Handles 
and the power multiplying action of the Toggle Joint being concen- 
trated in the small movement of the Jaws: the Mechanical Advantage 
being approximately 80 to1. The loss due to friction is reduced to a 
minimum in Record Clippers as all the essential bearing parts are 
machined and ground and hardened components fitted where 
necessary. The Clippers are of high grade materials and workmanship 
throughout and are guaranteed against defect. The Jaws are of 
Special Tool Steel heat-treated under strict control. They are 
precision ground on each side and on the Cutting Edges and each 
Jaw is tested and proved beyond normal capacity before leaving the 
Factory. The Straps are of Heat-treated Steel and are ground all 
over to ensure perfect adjustment and smooth operation. 


Record Clippers are fitted with Drop-Forged Steel Handles 
_ and with Short Adjusting Arms, giving considerably greater strength 
and durability. This type of Handle Unit is now universal to all 
sizes and will accommodate all types of Jaws which greatly 
facilitates the stocking of Spare Parts. 


Types of Jaws.—The various types of Jaws with examples of 
material to be cut are clearly shown on pages 64 and 65, 


Centre Cut Jaws have the strongest form of cutting edge and 
are recommended for general use. 


Clipper Cut Jaws are supplied where close cutting is essential. 


Users of Record Clippers can have expert advice on the most 
suitable Jaws for their work in which cases samples of material should 
be submitted for test purposes. 
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RECORD CLIPPERS 


TYPES OF JAWS 





Clipper Cut Jaws 
For general purposes where close 
cutting is essential. 


Marked—Tool No. only. 





Centre Cut Jaws. 
The strongest form of cutting edge. 
Recommended for general use. 


Marked—Tool No. and CC 








Angular Cut Jaws. 

Cutting edges are set at 30° to the body 
of the Tool. For use where straps on 
Clipper Cut prevent close cutting. 


Marked—Tool No. and AC 





End Cut Jaws. 
Nipper type. Suitable for cutting 
short ends of bolts, etc. 


Marked—Tool No. and EC 





High-Tensile Cutting Jaws. 
Specially heat-treated for cutting very 
hard materials, with a short cutting edge 
to accommodate chain links. 


Marked—Tool No. and HT 

Soft Chain Cutting Jaws. 

Short cutting edge to accommodate 
chain links. 


Marked—Tool No. and SCC ; 


Shear Cut Jaws. 

Operate on the shear principle. An 
adjustable finger keeps the work at 
right angles to the cutting edge. 


Marked—Tool No. and S 


Side Nut Splitting Jaws. 

For splitting nuts along the axis of the 
bolt. Can be adjusted to split Nuts with- 
out damage to the thread on the bolts. 


Marked—Tool No. and SNS 











All the above jaws are interchangeable 
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RECORD CLIPPERS 


TYPES OF JAWS 
Select the right type of Jaw for the work. 
When cutting hard materials choose a tool of ample capacity. 


Keep the tool correctly adjusted and oiled. Cut straight. 
DO NOT TWIST or WRENCH. 


If in doubt send a sample of material and we will recommend 
a suitable cutter. 


Types of Jaws Examples of Material to be cut \ 


Clipper Cut Where close cutting is required. 
Mild Steel Bolts, Rods, etc. 
Aluminium, Brass, Copper and other 


Angular Cut non-ferrous metals. 

Maximum tensile strength 45 tons per 
End Cut... square inch. 
Centre Cut... ...| For general use having the strongest 


form of cutting edge. 
Medium Tensile Bolts, Rods, etc. 
Annealed tool steel and spring wire. 
Stainless iron and steel. 
Concrete reinforcing Rods. 
Maximum tensile strength 65 tons per 
square inch. 


High-Tensile Cut...) High-Tensile wire for pre-stressed con- 
(Net.to be used for soft crete. High-Tensile Bolts, Rods, etc. 


materials) Cold drawn alloy steel wire. Tempered 
spring wire. Case-hardened Chain. 
Soft Chain Cut...) Unhardened chain. Maximum tensile 


strength 65 tons per square inch. 


Shear Cut ... ...| Stranded guy wire, wire ropes and 
cables, steel cored conductor wire, flat 
steel bars. Maximum tensile strength 
100 tons per square inch. 


Side Nut Splitter... All types of Nuts. Maximum tensile 
strength 45 tons per square inch. 


Battery Cutter ...| Specially elongated Jaws suitable for 
cutting storage battery plates. 














RECORD BOLT CLIPPERS 


DROP-FORGED STEEL HANDLES 





END CLIPPER 








RECORD BOLT CLIPPERS 


With Clipper Cut Jaws 


Normal | 

Cutting | Approxi- 
To Cut Bolts} Capacity mate 
on Threads | Steel Rods Weight 
Inches Diam.| Inches Diam. Pounds 


Length 
Overall 
Inches 


Tool Number 


601A-AC 
603A-AC 


614A-EC 
601A-EC 
603A-EC 


Spare Parts on Pages 78 and 79 


Code Word 


Impud 
Imrat 
Igyfa 
Igylb 
Igync 
Igyrd 
imreg 








RECORD BOLT CLIPPERS 


DROP-FORGED STEEL HANDLES 





HIGH-TENSILE WIRE CLIPPER 
and Soft Chain Cutter 





SIDE NUT SPLITTER 





SHEAR CLIPPER 











RECORD BOLT CLIPPERS 


Tool Number 


610A-HT 
614A-HT 
600A-HT 
601A-HT 
602A-HT 
603A-HT 
604A-HT 


Tool Number 


614A-SCC 
600A-SCC 
601A-SCC 
602A-SCC 
603A-SCC 
604A-SCC 


Tool Number 


614A-SNS 
600A-SNS 
601A-SNS 
602A-SNS 
603A-SNS 
604A-SNS 


To Cut /Hard Wire| To Cut 
Soft Wire 
Rope 
Number | and Cable} Guy Wire 
Diam. 
Inches 


Tool 


Inches Diam. | Inches Diam. 


HIGH-TENSILE WIRE CLIPPER 
and Case-Hardened Chain 
To Cut 


High-Tensile 
Steel Rods 


Approxi- 
mate 
Weight 
Pounds 


To Cut 
Chain Links 


Length 
Overall 
Inches 


Code Word 


Igzak 
lharl 

Ihata 

lhavb 
lhawe 
Ihazd 
Ihbae 


To Cut Chain 
Links, 
Inches Diam. 


Approximate 
Weight 
Pounds 


Length Overall Code Word 


Inches 


610A-SCC 


Approximate 
Weight 
Pounds 


To Split Nuts Code Word 


Sizes, Inches 


¢ 25 
6 4 


Length Overall 
Inches 


Imzar 
Iklek 
64 Iklil 
92 Iklom 
132 Iklun 
20 Imzes 


SHEAR CLIPPERS 
To Cut 





Ap- | 

To Cut proxi- 
Soft Length| mate 
Flat Bars, |Overail,/Weight, 
Inches Inches | Pounds 


Soft Steel 
Wire, 
Diam, 
Inches 


Rope, 
Stranded 


Diam, 
Inches 


ts $ xt a 
¥ es dae 





Spare Parts on Pages 78 and 79 
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PARTS FOR RECORD CLIPPERS 


JAW ASSEMBLY 


The normal demand for Spares will be for Jaw Assemblies or individual 
Jaws. When ordering always quote the number and letters which are 
clearly marked on each Jaw. Where single Jaws are ordered specify 
Right or Left as marked on the Jaw. Clipper Cut Jaws are supplied as 
standard unless any other type is specifically ordered, and they bear a 
number only. . 

The remaining parts of the Jaw Assembly vary according to the number 
or type of the Clipper and the following table shows clearly the individual 
parts and the Clippers for which they are used. These parts should be 
ordered by quoting the names of the parts and the types and numbers of 
the Clippers for which they are required. 

















Parts For Clippers 
as below 


All types of 
Jaws illus- 
ocak Jaws—right hand | trated on page 
64 are avail- 


Jaws—left hand able singly 
or in pairs 













Top Strap 


Bottom Strap 
Right Strap Bolt i 
(Left-hand Thread) ' 600 Cut 
Left Strap Bolt | 601 cc 
(Right-hand Thread)} 602 SNS 
Locking Plate and | 603 scc 
Screw 604 HT 
Jaw Centre Roller | 610 BC 
C..2 fi, 






(604 only) 614 





(CoO) BB | cree 
Bottom Strap 


Right Strap Bolt | 614 EC 


(Left-hand Thread) | 601 AC 
Left Strap Bolt 603 
(Right-hand Thread) 





Locking Plate and 


£ Screw 


Spring (EC only) 









Jaw Connecting 
oY Bolt and Nut 
() ya = Finger 0 
= Finger Thumb 603 S$ 


Screw 
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PARTS FOR RECORD CLIPPERS 


HANDLE ASSEMBLY 


When ordering the parts illustrated below quote the name of the part 
and the number of the Clipper as stamped on the Handles and Adjust- 
ing Arms. The letter A after the number indicates the current 
design and should always be quoted on orders and correspond- 
ence. 


A—Handle, Right 
B—Handle, Left 
C—Adjusting Arm, Right 
D—Adjusting Arm, Left 
E—Arm Adjusting Screws 


F—Handle Adjusting Screws 
G—Connecting Bolt, Right (Left-hand Thread) 
H—Connecting Bolt, Left (Right-hand Thread) 
J—Central Connecting Bolt 


K—Buffers with Washers and Rivets 








RECORD CLIPPERS 





DIRECTIONS FOR SHARPENING AND ADJUSTING 


Sharpening.—When the cutting edges of Standard Temper Jaws 
become worn they can be sharpened with a suitable smooth file, but 
care must be taken to preserve the original cutting angles as nearly 
as possible. 


Jaws of Special Temper should be ground, care being taken not 
to “draw” the temper by overheating. 


Adjustment.—After sharpening, the jaws of the tool will need 
readjustment to the correct cutting position, i.e., until they nearly 
meet or in the case of the Nut Splitter to the correct distance to 
allow the nut to be split without damaging the threads of the bolt. 
This adjustment is made by loosening the Handle Adjusting Screws 
AA and tightening the Arm Adjusting Screws BB until the jaws are 
in the correct cutting position, and then lock by tightening the 
screws AA. 


If the wear on the jaws necessitates dismantling the Cutting 
Head for sharpening it can be removed from the Arms by unscrewing 
the Connecting Bolts CC, the Right Bolt being Left-hand Thread and 
the Left Bolt being Right-hand Thread. 


After sharpening or dismantling clean and oil all parts well before 
re-assembling. 
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THE RECORD “‘CLIPPIT” No. 618 


A POWERFUL, VERSATILE TOOL, INVALUABLE TO 
GARAGES, CONTRACTORS, AND STRUCTURAL 
ENGINEERS 


“Clippit’”’ is a cutting tool of great power which can be used in a 
restricted space and yet compact enough to be carried in any tool kit. 


“Clippit” is made in two types, the Angular Cut as illustrated, and 
the End Cut. The 618-AC has the cutting edges of the jaws set at an 
angle of 30° and the 618-EC is the Nipper type with the cutting edges 
at right angles to the tool. 


To ensure a Clipper to meet almost every cutting problem, 
we recommend the purchase of these tools in pairs. 
(One Angular Cut and one End Cut). 


OPERATION 


Set the Jaws with the Hand Wheel until the cutting edges nip the 
material at right angles. Apply the load with a spanner on either end 
of the Power Screw, holding the ‘‘Clippit’”’ in position by the Handle. 

We recommend a standard ratchet spanner with 
4” square socket for easy operation. 


No. 618 A.C. ANGULAR CUT 


Cutting Capacity : 

3” diameter bolts in the threads ; 
7s diameter steel rods. 
Length 72” ; Weight 3 Ibs. 
Code Word : Ihbyk 


No. 618 E.C. END CUT 


Cutting Capacity : 
%” diameter bolts in the threads ; 


fs diameter steel rods. Splitting and 
wedging off up to 2” standard nuts 
+i” width across flats. 


Length 7’, Weight 34 Ibs. 
Code Word : Ihcal. 
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SHEET 
METAL 


CUTTER 
Pages 84-86 








RECORD SHEET METAL CUTTER 
No. 500 











Capacity : 
Up to 16 Gauge (approx. 72”) 


SPARE WHEELS 
(High Grade 
Tool Steel) 





Plain Wheel Serrated Wheel 
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RECORD SHEET METAL CUTTER 
No. 500 


This tool will cut cleanly and with perfect ease, either straight, 
curved or irregular shapes in sheets of Iron, Steel, including Annealed 
Stainless Steel, and other metal sheets. It is easy to handle and 
requires little effort. The operator can see the whole surface of the 
sheet and the marking-out lines throughout the cutting operation. 
The Record Sheet Metal Cutter can be used as a Stationary Tool 
by fastening in a bench vice, or as a Portable Tool for sheets which 
cannot be handled at the bench. 


The body is a high tensile steel casting, and the two axles are 
fitted with hardened steel bushés on which the cutters revolve. 
The lower bush on which the plain cutter revolves is eccentric and 
provides three positions of adjustment for cutting thick, medium 
and thin sheets, The upper cutting wheel has a serrated or milled 
edge which bites into the sheet when the lever is pulled, automatically 
drawing the work between the two cutting wheels. 


The cutting wheels are made of high-grade tool steel, and are 
accurately ground to provide smooth working. 


Capacity: Up to 16 Gauge (Approx. +”). 
Total length 18’. Approximate net weight 5 Ibs. 
Code word : Inrae. 


Instruction booklet supplied with each Cutter. 
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RECORD 
SHEET METAL CUTTER No. 500 








Above photograph shows the Record Sheet Metal Cutter being 
used as a Stationary tool. It is held in the Vice by the lug provided 
on the cutter body. 

How to get the Best Use and Service. Regular lubrication of 
this tool by means of the two holes marked “oil” is essential for 
easy operation. Cutting wheels must not be oiled as their 
efficiency is impaired if not kept dry. The serrations on upper 
cutting wheel should be cleaned occasionally with a steel wire brush. 

When cutting curves, particularly of a small radius, the movement 
of the sheet to produce the desired shape must take place whilst 
the Tool is actually cutting and the wheels are revolving. If a sharp 
turn is made without the wheels revolving, damage may be caused 
to the wheels. 

How to adjust Cutting Wheels.—This tool leaves the Factory 
with the cutting wheels adjusted in the closed position, therefore for 
cutting thicker sheets, adjustment of the wheels is necessary and 
can be made as follows :— 

1. Slacken retaining nut of plain (lower) cutting wheel. 

2. Raise and turn eccentric bush until locking pin enters one 

of the holes provided for adjustment. 

3. Tighten nut after ensuring that bush is properly seated. 

This tool is fitted with an adjustable finger designed to keep the 
sheet flat whilst cutting. 
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CRAMPS 
Pages 88-100 















RECORD 
DROP-FORGED STEEL G 
CRAMPS, Fig. 121. 


For Heavy-duty Service 
















Drop-forged Steel Frame, Steel Screw with unified form thread. 


All sizes fitted with Drop Handle, and Swive Shoe which adapts 
itself to any angle of grip. 


Enamelled Red. 


To take in inches 

Depth of throat, 

nches 

(From centre of 
Screw) 


Diam. of Screw, 







Approx. Weight, 
pounds 





1% 
Code Word | Igguc 








Spare Swivel Shoes are available 



























RECORD RIBBED G CRAMPS 
Fig. 120 










For Light Woodworking Service 





Malleable Iron Frame, Steel Screw, with machine-cut square 
thread. 


10” and 12” sizes are fitted with Drop Handle. 
All sizes fitted with Swivel Shoe which adapts itself to any angle 
of grip. 


Enamelled Record Blue. 


To take in 
inches 4 5 


Approx. 
Weight, !bs.| }# 1 14 2+ 23 3? 


Code Word | Igkap | Igker | Igkis | Igkot | Igkru | Iglim | Igluo | 'glyp 


ao 
| 


Spare Swivel Shoes are available 





RECORD 
JUNIOR G CRAMP 
Fig. 119 


For Light Duty 








Drop forged Steel Frame and Steel Screw. 


Drop Handle fitted to all 3 sizes, with swivel shoe which adapts 
itself to any angle of grip. 


Handle, Screw and Frame, all Bright Plated. 





Packed 6 per box. 


To take in inches 


Approx. weight Ibs. 
each. 
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RECORD 
CRAMP HEADS 
No. 130 


For use with I” Boards 


A simple form of cramp which can be adjusted to any length and 
which is easily transported. 


These Cramp Heads are fitted with an improved working slide, 
parallel faces and the pegs are securely fastened by welded steel 
chains. 


Stove Enamelled Record Blue. 


Each pair attractively boxed. Weight 23 Ibs. 








RECORD STEEL SASH CRAMPS 


With Improved Malleable Iron Fittings and Welded Steel 
Chain. 








Fig. 135. 
Bar 11” x 1”. Depth of Jaws 2’. 





Fig. 133. 


Bar 14” x 7". Depth of Jaws 2}’. 


ee A ES 
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RECORD STEEL SASH CRAMPS 


With Improved Malleable Iron Fittings 


Bright Steel Bar, Square Edges. Malleable Iron Head and Slides, 
finished black. Bright Steel Screws and Handles. Fitted with Bar 
Stop to prevent Tail Slide from being lost. 


These Cramps are fitted with the Record Improved Working Slide. 
The improvements consist of large thrust surfaces which ensure 
long wear and a reliable coupling between Slide and Screw. 


Fig. 135 


Section of Bar 14” x 1’. Depth of Jaws 2’. 


Length of Bar To take in Approx. Weight 
Inches Inches Pounds 





Fig. 133 
Section of Bar 14” x =”. Depth of Jaws 24”. 


Length of Bar To take in Approx. Weight 
Inches Inches Pounds 
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LENGTHENING BARS for RECORD 
SASH CRAMPS 





For Fig. 135 

Section of Bar 14” x7". 
Length wee 24 30 36 
Approx. Weight 3 34 4 


For Fig. 133 
Section of Bar 14” x 7%”. 
Length .. 24 30 3 42 48 
Approx. Weight 4 5 6 64 7$ 
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42 
43 


48 inches 


5 pounds 





60 inches 


9 pounds 


RECORD FLOORING CRAMP 


No. 153 (Superseding No. 152) 





This Cramp has been re-designed making it more robust. It is 
compact, light and portable for carrying to the job and embodies the 
following features :— 


1. All parts are made of Steel or Malleable Iron and are guaranteed 
against breakage. 


2, Bevel Gears are machine cut from solid steel, ensuring smooth 
and easy running. 


3. Rapid Screw Action and Positive Grip on joist by spring 
loaded Cams. 


4. Quickly released from joist. 
Enamelled Red. 
To suit joists I}” to 34’. Weight II pounds. 
Code Word: Ibgok 


Spare parts are available including Cams, Cam Bolts, and 
Cam Springs. As all these parts are left or right hand, please state 
whether left or right hand when ordering. 
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RECORD LIGHT T-BAR CRAMPS 
Fig. 136 


Non-Bending Steel Bars. Improved Fittings. 












Extra Long Head 
for strength and 
durability. > 






Section View of 
| Improved 
Working Slide —» 


> a 


Welded Steel Chain and 
< Solid Steel Taper Peg 


HIGH-TENSILE STEEL 
Non-Bending Bar —» 


y 


Y 


<-Bar Stop to prevent 
Slide from being lost 


SA 


Full Size Section, 
12” 2” 


Depth of Jaws 2}’ 


96 





RECORD LIGHT T-BAR CRAMPS 
Fig. 136 


The Bars of these Cramps are made of tough Steel of high tensile 
and non-bending quality, and the Bar will not bend in use. 


The T edges on which the Slides operate are machined and polished 
bright to ensure easy sliding movement. 


The Head and Slides are made of best Malleable Iron, of robust 
design to match the strength of the Steel Bar. 


The Record Improved Working Slide provides large thrust surfaces 
which ensure long wear and a reliable coupling between Slide and 
Screw. 


CRAMPS 


Length of Bar To take in Approx. Weight 
Inches Inches Pounds 


8 

87 

9 
104 


11 
11 
12 
134 
14 









Length 
Inches 


Approx. Weight 
Pounds 





3 








RECORD STRONG T-BAR CRAMPS 
Fig. 138 


Non-Bending Steel Bars. improved Fittings. 












Extra Long Head 
for strength and 
durability. —> 


. Section View of : 
4 Improved é 
® Working Slide. > go 4 





Welded Steel Chain 


and 
Solid Steel Taper Peg. 


HIGH-TENSILE STEEL , 
Non-Bending Bar. —» /% 


Bar Stop to prevent 
«Slide from being lost. 





23” x 4 


Depth of Jaws 24’ 
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RECORD STRONG T-BAR 
CRAMPS, Fig. 138 


The Bars of these Cramps are made of tough Steel of high tensile 
and non-bending quality, and the Bar will not bend in use. 

The T edges on which the Slides operate are machined and polished 
bright to ensure easy sliding movement. 

The Head and Slides are made of best Malleable Iron, of robust 
design to match the strength of the Steel Bar. 

The Record Improved Working Slide provides large thrust 
surfaces which ensure long wear and a reliable coupling between 
Slide and Screw. 


CRAMPS 


Length of Bar To take in Approx. Weight 
| Pounds 


ncnes 





Length Approx. Weight 
Inches Pounds 








PARTS for RECORD CRAMPS 





RECORD SASH CRAMPS 
Figs. 133 and 135 


Main Screw and Handle and Collar. 
Head. 
Working Slide. 

. Tail Slide with Peg and Chain. 
Peg and Chain. 
Bar Stop. 









—-——) 
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RECORD T-BAR CRAMPS 
Figs. 136 and 138 


Main Screw and Handle and Collar. 


Head. 

Working Slide. 

Tail Slide with Peg and Chain. 
Peg and Chain. 

Bar Stop. _ 








When ordering state Tool number and Part required 
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PLANES 
& SPOKE 


SHAVES 
Pages 102-158 

















RECORD 
ADJUSTABLE IRON PLANES 





Record Planes are made in a comprehensive range of patterns 
and sizes suitable for all purposes. They embody many notable 
improvements and are produced throughout with the greatest care 


and accuracy. 

An outstanding feature in all Record Planes is the Tungsten 
Steel Cutting Iron, which is the outcome of research and tests which 
have been made with the object of producing a Steel which will retain 
its fine edge and fast cutting quality on the hardest woods. 


This Cutting Iron is hardened and tempered under scientific 
control, which ensures accuracy and uniformity. It is precision- 
ground all over, and is tested and guaranteed to be the right temper. 


The Lever Cap and all the small screws and parts are Chrome-plated. 


The Handle and Knob are made of hardwood, carefully selected 


for colour and grain. , 


The Body is enamelled Record blue, and the base and sides are 
machine-ground and polished. 


All parts are interchangeable, and Spare lrons and parts 
can be supplied. 
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RECORD 
ADJUSTABLE IRON PLANES 










SECTION SHOWING 
3 POINT PRESSURE 
ON CUTTING IRON 























Construction. 


The Body is made of high-grade Cast Iron, and is ribbed where 
necessary to ensure strength and rigidity. 


The illustration shows how the machined faces of the Frog bed 
firmly on to similar machined faces on the Body and are securely 
fastened in position by the two Frog Screws, which in effect makes 
the Frog solid with the Body and prevents chattering. 


The parts for adjusting the Cutting Iron are accurately made to 
give very fine adjustment. 


The Lateral Adjusting Lever is fitted with a turned Steel Roller 
for smooth working. 


The Hardwood Handle and Knob are fastened to the Body by Steel 
Studs with Brass Cap Nuts. 


Adjustment. 


1. The Cap Iron is, of course, adjustable on the Cutting Iron to 
give correct settings for fine or coarse cutting. 


2. The width of the effective mouth, i.e., the distance from the 
Cutting Edge of the Iron to the forward edge of the mouth, 
can be regulated as required for fine or coarse cutting by 
loosening the two Frog Screws A (see illustration) and turning 
the Adjusting Screw B until the correct setting is obtained, and 
afterwards tightening the two Frog Screws A. 


3. The Cutting Edge of the Iron can be adjusted parallel to the 
base of the Body by the Lateral Adjusting Lever C. 


The depth of cut is adjusted by the Brass Nut D. 











RECORD 
ADJUSTABLE IRON PLANES 


With Warranted Best Crucible Cast 
TUNGSTEN STEEL Cutting Irons 


End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Hardwood. 
Lever Caps and Small Screws Chrome Plated. 





RECORD SMOOTH PLANES 


Width of 
Type Length Cutter Weight 
Inches Inches Pounds 


kK 03 Smooth 
04 Smooth 
045 Smooth 


Width of | 
Length Cutter Weight 
laches Inches Pounds 





Packed 1 per box 
Spare Irons and Parts on pages 150 and 154 


nr EEE 
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RECORD 
ADJUSTABLE IRON PLANES 


With Warranted Best Crucible Cast 
TUNGSTEN STEEL Cutting Irons 
End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Hardwood. 
Lever Caps and Small Screws Chrome Plated. 


Width of 
Length Cutter Weight 
Inches Inches Pounds 


RECORD FORE AND JOINTER PLANES 
with Corrugated Base 


Width of 
Length Cutter Weight 
Inches Inches Pounds 


Jointer 24 


Packed 1 per box 
Spare Irons and Parts on pages 150 and 154 
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RECORD 
ADJUSTABLE IRON PLANES 


With Warranted Best Crucible Cast 
TUNGSTEN STEEL Cutting Irons 
End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Hardwood. 
Lever Caps and Small Screws Chrome Plated. 


Width of 
Length Cutter Weight 


inches Inches Pounds 


Smooth 8 13 
Smooth 9 2 
Smooth 10 | 22 | 





RECORD JACK PLANES, with Corrugated Base 


Width of 
Length Cutter Weight 
Inches inches Pounds 


14 2 5 
15 23 6 





Packed 1 per box. Spare Irons and Parts on pages 150 and 154 





RECORD 
ADJUSTABLE IRON PLANES 


Fitted with STAY-SET CAP IRON 
Planes shown on pages 108 to 110 are fitted with STAY-SET Cap 
lrons, and are identical in every respect with the Planes shown on 
the preceding pages with the exception of the Cap Iron. 







SECTION SHOWING 
3 POINT PRESSURE 
ON CUTTING IRON 





The Record STAY-SET Cap Iron is an im- 
portant improvement to Adjustable Iron Planes 
the advantages being as follows :— 


1. The Cutting Iron can be honed or sharpened 
without unscrewing or removing the Cap 
lron. The Deflector is simply lifted clear of 
the Cutting Iron to allow it to be sharpened, 
and when replaced the same setting is 
maintained without any adjustment. The 
Cutting Iron can be honed many times 
before it is necessary to reset the Cap Iron. 


2. The application of the pressure at three 
points on the Cutting Iron adds greatly to 
the rigidity of the Plane, and eliminates all 
possibility of chatter. 


3. The STAY-SET Cap Iron is greater in 
thickness and is in close contact with the 
Cutting Iron for the whole of its length 
which greatly increases the solidity and 
firmness of the entire cutting unit. 





4. The extra thickness of the Cap Iron also 
provides for a longer threaded hole for the 
cap screw. DEFLECTOR 
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RECORD 
ADJUSTABLE IRON PLANES) | 


Fitted with STAY-SET Cap Irons and 
TUNGSTEN STEEL Cutters. 


End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Hardwood. 
Lever Caps and Small Screws Chrome Plated. 


Width of 
Type Length Cutter Weight 
Inches Inches Pounds 


| Smooth 8 i 3 34 


Smooth 9 


3% 
Smooth | 10 23 5 









Width of 
Plane Type Length Cutter Weight Code 
No. Inches inches Pounds Word 


05-SS 








Jack 
054-SS Jack 15 23 6 Istud 







Packed 1 per box. Spare Irons and Parts on pages 150 and 154 
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RECORD 
ADJUSTABLE IRON PLANES 


Fitted with STAY-SET Cap Irons and 
TUNGSTEN STEEL Cutters 
End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Hardwood. 
Lever Caps and Small Screws Chrome Plated. 





RECORD FORE AND JOINTER PLANES. 
with STAY-SET Cap Irons 


Width of 
Type Length Cutter Weight 
Inches Inches Pounds 


Fore 18 | 7 
Jointer 22 8 
Jointer 24 9 





RECORD FORE AND JOINTER PLANES, with 
Corrugated Base and STAY-SET Cap Irons 


Width of 
Length | Cutter Weight 
Inches Inches Pounds 


Jointer 
Jointer 





Packed 1 per box 
Spare Irons and Parts on pages 150 and 154 














RECORD 
ADJUSTABLE IRON PLANES 


Fitted with STAY-SET Cap Irons and 
TUNGSTEN STEEL Cutters 
End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Hardwood. 
Lever Caps and Small Screws Chrome Plated. 





RECORD SMOOTH PLANES, with Corrugated Base 
and STAY-SET Cap Irons 


Width of | 
Length Cutter Weight 
Inches Inches Pounds 


8 13 3 
9 2 3 
23 5 





RECORD JACK PLANES, with Corrugated Base 
and STAY-SET Cap Irons 


Width of 
Type Length Cutter Weight 
Inches Inches Pounds 


05C-SS Jack 14 2 
05iC-SS Jack 15 23 


Packed 1 per box 
Spare Irons and Parts on pages 150 and 154 
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RECORD 
TECHNICAL JACK PLANE 


With Warranted Best Crucible Cast 
TUNGSTEN STEEL Cutting Irons 


34 


he 
GY 
a 
> 
Sod 

4 & 
tas 


This sturdily built Jack Plane has been specially designed to meet 
the requirements of Schools and Technical Colleges, where good tools 
are essential and conditions arduous. 


The sole casting is designed for strength without undue weight. 
It is reinforced by ribbing across the wings from an enlarged forward 
web. The base and sides are machine-ground for easy and accurate 
work, 


The operation of shooting is considerably simplified by the 
provision of an extra handle which can be attached to either side of 
the Plane. 


Extended wings give a wide and steady bearing thus minimising 
the tendency of a young operator to cant the Plane over. 


The instructor’s time spent in maintenance and the time required 
for grinding, sharpening and setting is but a fraction of that required 
on a wood Jack Plane. 


13” long. Cutter 2” wide. Weight 5 pounds. Code Word : Irect. 
With Stay-Set Cap Iron: Specify T5-SS. Code Word: Iredd. 
Spare Irons and Parts on Pages 150 and 154. 

















RECORD 
IMPROVED RABBET PLANE 


No. 778 





@ Screw Adjustment to Cutter 
@ Double Arm Fence 


This Plane has two positions for the Cutter, one for ordinary 
work, and the other for bull-nose work. 


The Cutter, when used in the rear position, is screw adjusted 
which enables it to be fed into the work with an accurate, positive 
and easy control. 


It is fitted with a hardened steel spur and an adiustable depth 
gauge which is removable. The adjustable Fence which can be used 
on either side of the Plane, has two arms which make accurate setting 
and control an easy operation. 


The base and sides are ground and polished, and the fittings nickel- 
plated. 


8)” long. 14” Cutter. Weight 3} pounds. Code Word : Ipeir. 


Packed 1 per box. 
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RECORD DUPLEX RABBET and 
FILLISTER PLANE 


No. 078 





This Plane has two positions for the Cutter, one for ordinary 
work, and the other for bull-nose work. 


It is fitted with a hardened steel spur, an adjustable depth gauge 
which is removable, and an adjustable Fence which can be used on 
either side of the Plane. 


The Cutter, when used in the rear position, can be adjusted by 
the lever. 


The base and sides are ground and polished, and the fittings nickel- 
plated. 


8;” long. 12” Cutter. Weight 3 pounds. Code Word : Ipert. 
Packed 1 per box 


Spare Irons and Parts on pages 151 and 154 
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RECORD PLOUGH PLANES | 


With 3 Tungsten Steel Cutters 


No. 043 





Nickel Plated 


This Plane is suitable for grooving for Plywood Panels, etc. It is 
fitted with Adjustable Depth Gauge and Double Arm Bridged Fence, 
and will cut grooves 4” deep up to 4” from edge. 


Three Plough Cutters are supplied with each Plane, viz., $”, 7%”. 
and {’. j 
51” long. Weight I} pounds. Code Word: Ipwup. 


No. 040 





This Plane is suitable for grooving for Plywood Panels, etc. It is 
fitted with Adjustable Depth Gauge and Single Arm Fence, and will 
cut grooves 4” deep up to 3” from edge. 


a Plough Cutters are supplied with each Plane, viz., 4”, 7.” 
and 3”. 
Body enamelled Blue. Nickel Plated Fittings. 


51” long. Weight | pound. Code Word : Ipvon. 


ADDITIONAL CUTTERS for above Planes. 


For grooving for Plywood Panels, etc., Cutters of 4, 6, 9 and 12 
millimetre width are available. 


Packed 1 per box. Spare Parts on page 156. 


ee 
———— oe 
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RECORD PLOUGH PLANES 
Nos. 040 and 043 


The cross sections illustrated are examples of work which can be 
performed by the Nos. 040 and 043 Planes. 


Plane No. 043 has a greater capacity from the edge of the wood 
and can be used either right or left hand. 


Both Planes will plough end grain as well as long grain. The 
narrow face of the fence allows narrow boards to be ploughed in the 
Vice. When a deep fence is required, a parallel fillet of hard wood 
can be screwed on to the fence. 
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RECORD PLOUGH PLANE 


With Screw Adjustment to Cutter 





Nickel Plated 
No. 044 Plough Plane with 8 Tungsten Steel Cutters 
This Plane is fitted with Adjustable Depth Gauge, Double Arm 


Adjustable Bridged Fence and 2 pairs of Fence Arms (long and short), 
and will cut grooves 3” deep up to 5” from edge. 


Screw adjustment is fitted which enables the Cutter to be fed into 
the work with an accurate and easy control, and a Cutter Clamping 
Screw prevents any lateral movement of the Cutter. 


Eight Plough Cutters are supplied with each Plane, as illustrated. 
81” long. Weight 2? pounds. Code Word: Ipvim 


i 


2 16 
Additional Cutters of 4, 6, 9 and 12 millimetre width for grooving 
for Plywood Panels, etc., are available. 


Packed 1 per box. Spare Parts on page 156. 


PUL 
£2 ee 
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RECORD PLOUGH PLANE 
No. 044 


The cross sections illustrate examples of work which can be 
performed with the No. 044 Plane. 


The fence can be used on either side, and the face of the fence can be 
increased in depth by screwing on a hard wood fillet. 


All cuts made by the Nos. 040 and 043 Planes can also be made 
with the No. 044, and many more in addition, due to greater capacity 
and more cutters. 


Plough X Rabbet Y¥eZ 


Plough ur ' % or 
wider at wo culs 


Modern Asiragals” 
¢ or Gut from edge of 


' ' "wider board ; Sever 
i T2 whe with fine sow, 


Meeling Doors 


Plough.A, B.C 
Raboer.£ 0 


Modern Aychifiave 
Proceriion © sul” work xs vn 
OLA 


Modem Treafment 
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RECORD 
COMBINATION PLANE No. 050 


With Screw Adjustment to Cutter, Narrow Cutter Clamping 
Bracket, and 17 Tungsten Steel Cutters 


Nickel Plated 


Enlarged Illustration 
of Narrow Cutter 
Clamping Bracket 


The following Cutters are supplied with this Plane:— 


NY 


SAEZ 


an 


4@ Bt 
1S SQQae 


NA a: a Ae 


ADDITIONAL CUTTERS from 4 to 12 millimetre width for grooving 
for Plywood Panels, etc., and also Tonguing Cutters 4” and 7%" are 
available at extra charge 
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RECORD 
COMBINATION PLANE No. 050 


This Plane is a combined tool which will perform many planing 


operations generally required in cabinet making and joinery, namely— 


1. Ploughing. 4. Centre Beading. 
2. Dadoing. 5. Rabbeting and Fillistering. 
3. Beading. 6. Tonguing and Grooving. 


It is fitted with spurs for cross-grain work, adjustable depth gauge, 
double arm adjustable bridged fence, beading stop and also shaving 


deflector for use when tonguing. 
It will plough or rabbet $” deep up to 5” from edge. 


The face of the fence can be increased in depth by screwing on a 


hardwood fillet. 


The Plane is fitted with Screw Adjustment to the Cutter, which 
enables it to be fed into the work with an accurate and easy control 
and the Cutter Clamping Screw holds the Cutter firmly in position. 
A set of 17 Cutters as illustrated is supplied with this Plane in addition 
to a Clamping Bracket for use with Plough Cutters $” and +” wide. 
With this improved feature grooves narrower than }” can be ploughed 


suitable for Plywood Panels, etc. 


Plane 93” long. Weight 3} pounds. Code Word: Ipfuy. 


Instruction Book provided with each Plane. 


Spare Parts on page 157. 
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RECORD 
COMBINATION PLANE No. 050 


The cross sections illustrate various cuts which can be made with 
the No. 050 Plane and also indicate the methods. In addition, all 


cuts shown for No. 044 and smaller Plough Planes can be made with 


the Combination Plane. 
EP 


a Sere aS es mberatnan) 


oe _ 


SSS 





Sen 


Pane! Moulding — Elecinc. Cable Casing, Qado Rail 


DADO CUTS, i.e., grooves across the grain, can also be made with 
this Plane. 
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RECORD MULTI-PLANE 
No. 405 


with 23 Tungsten Steel Cutters 










The Record Multi-Plane, as the name implies, will perform 
many planing operations required by the Cabinet Maker and 
Joiner, namely— 








1. Ploughing. 5. Rabbeting and Fillistering. 
2. Dadoing. 6. Match Planing. 

3. Beading. 7. Sash Planing. 

4, Centre Beading. 8. Slitting. 






The Record Multi-Plane possesses the following features :— 


Screw Adjustment to the Cutter. Slitting Cutter Stop. 
Screw Adjustment to the Fence. Sliding Section Depth Gauge. 
Screw Adjustment to the Depth Cam Steady. 

Gauge. Spurs for Cross Grain Work. 
2 sets of Arms (Long and Short). 
Beading Stop. 















The metal parts are all Nickel Plated, and the Handle, Knob 
and Fence are of selected Rosewood. 










23 Cutters, as shown overleaf, are supplied with the Plane, and 
Additional Cutters, shown on page 109, are available at extra charge. 


Weight 9} pounds. Code Word: Iphab. 








Instruction Book provided with each Plane. 






Spare Parts on page 157. 
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RECORD MULTI-PLANE No. 405 


Supplied complete in 
varnished wood box 





The following 23 Standard Cutters are always supplied with 


this Plane. 

‘ee oo Ue Ste eee 

PSS eer men | 
PLOUGH FILLISTER 





| 


RB «+ 8 & 6 8 2 2 68 


ee tas diet 


BEADING SASH MATCHING ~ SLITTING 
Spare Cutters are available at extra charge. 
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RECORD MULTI-PLANE No. 405 


ADDITIONAL CUTTERS 


| POT 


SPECIAL BASES AND NOSING TOOL 

Special Bases are available for the Record Multi-Plane as illustrated 
below : a Hollow and its Cutter will form a Round ; a Round and its 
Cutter will form a Hollow. 

A Nosing Tool and its Cutter will form a Round as, for example, 
in shaping the edges of stair treads. 

Hollows and Rounds are sold in sets, comprising 1 Hollow, 1 Round 
and 2 Cutters. 


No. 10 Round No. 5 Nosing Tool No. 10 Hollow 


Hollow and Round Nosing 


Width of Cutter, Inches 
Works Circle, Inches... 
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RECORD MULTI-PLANE No. 405 


The Record Multi-Plane will perform a wide range of cuts, 
including all those made by the Combination Plane and the 
Plough Planes (see previous pages). 


The cross sections illustrate various cuts which can be made with 
the No. 405 Plane, using standard Cutters and also additional Cutters, 
and indicate in some instances the methods employed and the symbol 
letters and numbers of the Cutters used. 


Beer hers 


Saw as 


te bord 


ur 8.4.28 2 ead 


One Cur) TwoRus “tree Gul 


Samat 


pe MB Bin G2 mS Bord 


Reeds Slie Bordwih one aur -MR Li casi, a ( ‘1 iq 


Continued on next page 
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RECORD MULTI-PLANE No. 405 


Architrave — Rabbet 
wed 
TurB 
Pane! Moulding 
RH . 
12R 


mit ee 
wr. Ro — 
Dre Board 


Be. 

ur} St Fineh will eck or Sevan 
\ ] Plone-N*078,072 oF ony 
|] of Me Bull Noses. 


* Coping Skiing 


DADO CUTS, i.e., grooves across the grain, can also be made 
with these Planes 
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RECORD 
SOFT & HARDBOARD PLANE 


(Patent Nos. 755582 and 757574) Grooving Attachment 


Packed 1 per box 











RECORD 
SOFT & HARDBOARD PLANE 


No. 735 


(Patent Nos. 755582 and 757574) 


This Plane, simple in design and operation, can be used on all 


types of soft insulating board and on hard or tempered board. 


On soft insulating board it is capable of bevelling up to 3” depth 
at 45°; grooving (using grooving attachment) up to 3” depth or 


slitting up to 4” thickness. 
On hard or tempered board it will bevel up to ;&” depth at 45°. 


Supplied complete with Detachable Fence, Grooving Attachment, 
6 razor blade type cutters for soft insulating board and one cutter for 


hardboard. 


Length 101”. Weight 23 Ibs. Code Word: Irboz 


SPARE CUTTERS 


Razor blade type cutters (packed six per carton) suitable for No. 
730 and No. 735. 


Hardboard cutters (individually packed) suitable for No. 735 only. 
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RECORD 
SOFTBOARD PLANE 






No. 730 





as 
Whey, 


Patent No. 741,796. 





A simple dual purpose tool designed to slit and bevel all types of 
soft insulating board. 


It will slit material up to 4” thickness and bevel up to §” depth 
at 45°. 


Supplied with detachable fence and six razor blade type cutters. 
81” long. Weight I} Ibs. Code Word: Irbly 
Packed 1 per box 


SPARE CUTTERS 


Razor blade type cutters (packed six per carton) suitable for No. 


730 and No. 735. 
Hardboard cutters (individually packed) suitable for No. 735 only. 
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RECORD 
EDGE TOOL HONER 


For use with 
an oilstone 


icsecccccccccceccecctocae 
RSSSISSSSSAN 
eh 2 


Y/, 


Patent No. 795,157 


eet 
Cia 


N 
N 
S 
N 


A simple-to-use tool for honing chisels, plane irons and 
spokeshave irons, ensuring a correct cutting angle. 


The thumbscrew and swivel pad give a firm grip on the tool being 
sharpened, and the large rotating stainless steel ball running in a ball 
race permits a universal movement on the oilstone, allowing the whole 
surface to be used. 


Weight 3 Ib. Code Word : Ipunk 


Individually Packed, in Cartons of 6 
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“ PLANECRAFT ”’ 


Revised and Enlarged 


256 Pages. 278 Illustrations and Diagrams. Cloth Cover 


Size 9” x 6” 


Table of Contents 


The History of the Plane. Chapter 11 Rabbets and Rabbeting. 
Bench Planes, Block Planes. sé 12 Ploughs and Ploughing. 
School Plane No. T5. me 13 The Combination Plane No. 
Adjustment of the Plane. 0 


Chapter 1 
2 
3 
4 
5 Grinding the Iron. 
6 
7 
8 


14. The Multi Plane No. 405. 


Whetting the Iron. 15 The Circular Plane. 


Holding the Bench Plane. 16 Router Planes. 
Squaring up a piece of 17 Fibreboard Planes. 


Wood. 18 Spokeshaves. 
9 Difficulties in Planing and 19 Finishing. 


their Solution. 20 The Bench and the Vice. 
10 Fundamentals of Planing. - 21 Workshop Hints 


Also useful Glossary of Woodwork Terms 
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RECORD BLOCK PLANES 


With TUNGSTEN STEEL Cutting Irons and 
ADJUSTABLE MOUTH 
The Cutter has screw adjustment and side-wise adjustment by a 


lever. 
The Base and Sides are ground and polished and there is a recess 


on each side for thumb and finger grip. 
The Mouth is adjustable for fine or coarse work. 


No. 094 Adjustable No. 016 
6” long. 13” Cutter. Weight 14 Nickel - plated Lever Cap. 


pounds. Code Word : Irday. Adjustable. 
6” long. 13” Cutter. Weight 14 
pounds. Code Word: Irdim. 


No. 015 Adjustable No. 017 
7” long. 13” Cutter. Weight 13 Nickel - plated Lever Cap. 


pounds. Code Word: Irdez. Adjustable. 
7” long. 13” Cutter. Weight 13 
pounds. Code Word: Irdon. 


These Planes are fitted with a Knuckle Joint Lever Cap which is 
made of Steel and is Chromium-plated. They have Screw Adjustment on 
the Cutter for regulating the depth of cut, and sidewise Adjustment is 


by Lever. 
The Base and Sides are ground and polished, and there is a recess 
on each side for thumb and finger grip. 
The Mouth is adjustable for fine or coarse work. 
No. 018 Knuckle Joint. Adjustable. 
6” long. 13” Cutter. Weight 14 pounds. Code Word: Irduo. 
No. 019 Knuckle Joint. Adjustable. 
7” long. 1%” Cutter. Weight 1% pounds. Code Word: Irdyp. 


Packed 1 per box. Spare Irons and Parts on pages 151 and 158 














RECORD BLOCK PLANES 


With TUNGSTEN STEEL Cutting Irons. 


The bases and sides are ground and polished, and a hardwood knob is 
fitted 





No. 0110 Non-Adjustable 
The Cutter is tightened in position by a knurled wheel and screw 


7” long. 13” Cutter. Weight IZ pounds. Code Word : Ipdau 





No. 0120 Adjustable 


This Plane has screw adjustment on the Cutter for regulating the 


depth of cut. The Cutter is tightened in position by a knurled wheel 


and screw. 


7” long. 13” Cutter. Weight 13 pounds. Code Word: Ipdiz 


Packed 1 per box 
Spare Irons and Parts on pages 151, 152 and 158 
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RECORD BLOCK PLANES 


With TUNGSTEN STEEL Cutting Irons. 


The bases and sides are ground and polished, and a hardwood knob is 
fitted 


nw aonnanen e 


No. 0220 Adjustable 


This Plane has screw adjustment on the Cutter for regulating the 
depth of cut. The Cutter is tightened in position by a lever and cam. 


7’ long. 13” Cutter. Weight 13 pounds. Code Word : Ipdom 


No. 0130 Double End, Non-Adjustable 


This Plane has two mouths and illustration shows the Cutter in 
position for ordinary work. The Cutter and lever cap may be 
reversed to form a bull-nose plane. 


The Cutter is tightened in either position by a nickel-plated 
knurled wheel and screw. 


8” long. 13” Cutter. Weight 13 pounds. Code Word : Ipdun 


Packed 1 per box 
Spare Irons and Parts on pages 151, 152 and 158 
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RECORD BLOCK PLANES 


With TUNGSTEN STEEL Cutting Irons. 


The bases and sides are ground and polished, and a hardwood knob is 
fitted 


No. 0102 Non-Adjustable 
The Cutter is tightened in position by a knurled wheel and screw. 


51” long. 13” Cutter. Weight pound. Code Word : Ipety 





No. 0230 Knuckle Joint. Adjustable 
This Plane ts titted with a Knuckle Joint Lever Cap which is made 
of steel and is nickel plated. It has Screw Adjustment on the Cutter 
for regulating the depth of cut, and side-wise adjustment is by lever. 


6’ long. 13” Cutter. Weight 1.4 pounds. Code Word : Ipdey 


Packed 1 per box 
Spare Irons and Parts on pages 151, 152 and 158 








EEoIoIoI—>>>>SELE=—=—_S=Ss_aeaeeeeeeeeeeeeeeeeSS See 
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RECORD BULL-NOSE RABBET PLANES 


No. 076 


The base and sides of these planes are machined and ground. 
Other parts enamelled Blue. They are fitted with Tungsten Steel 
Cutters. Non-Adjustable, 


4” long. 14” Cutter. Weight | pound. Code Word: Ipnud 


No. 075 


For planing into corners and difficult positions. The Mouth is 


adjustable. Body enamelled Blue. 
4” long. I” Cutter. Weight 3 pound. Code Word: Ipeps 


Packed 1 per box. Spare Irons and Parts on pages 151 and 155 
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RECORD IMPROVED 
BULL-NOSE RABBET PLANE 


No. 077A 


With Cutter and Mouth Adjustment and 
Detachable Nose 


This Plane is for fine work where extreme accuracy is required. 


The base and sides are accurately machined and ground, and the 
plane may be used on either side. 


An improved Adjustable Mouth has been embodied in this Plane by 
fitting two steel distance pieces between the Detachable Nose and the 
Plane Body, which gives four different adjustments of mouth for fine 
or coarse work. 


It can be used as a Chisel Plane by removing the Nose. 


it has Screw Adjustment for regulating the depth of cut, and is 
fitted with Tungsten Steel Cutter. 


4” long. 11” Cutter. Weight I} pounds. Code Word: Ipolf. 


Spare Irons and Parts on pages 151 and 155 
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RECORD “3 in I” PLANE 


No. 311 





Comprising Shoulder Rabbet, Bull Nose and Chisel Plane 
with Cutter Adjustment 


This Plane has screw adjustment on the cutter for regulating the 


depth of cut and is fitted with Tungsten Steel Cutter. 


The base, sides and all fitting faces are accurately machined and 


ground. 


6” long. I$” Cutter. Weight 2 pounds. Code Word: Iraft. 


Spare Irons and Parts on pages 151 and 155. 
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RECORD SIDE RABBET PLANES 


No. 2506S 












Nickel Plated 


With Adjustable and Reversible Depth Stop 





For side rabbeting and cleaning grooves, mouldings, etc. The 








Nose can be removed for working close up into corners. 


Weight 3 pound. Code Word: Ircir 


N . 2506 Same as above without Depth Stop 


Weight 3 pound. Code Word: Ircep 


Packed 1 per box. Spare Irons on Page 151 

















RECORD IMPROVED 
SHOULDER RABBET PLANES 





With Cutter and Mouth Adjustment 


These Planes are for very fine and accurate work. The base and 
sides are accurately machined and ground. They will lie quite flat 
on either side, and can be used both right and left hand. 


An improved Screw Adjustment to the Mouth has been embodied 
in Planes, Nos. 072, 073 and 074, which gives a wide range of adjustment 
for either fine or coarse work. 


They have Screw Adjustment on the Cutter for regulating the 
depth of cut, and are fitted with Tungsten Steel Cutters. 


Width 
Length of Cutter 
Inches Inches 








*Nos. 041 and 042 are made with a one piece body, the mouth being 
Non-Adjustable 


Spare Irons and Parts on pages 151 and 155 
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RECORD 
BENCH RABBET PLANES 


For Carriage Makers’ use. Malleable Iron Bodies. 





These Planes have Malleable Iron Bodies, giving increased strength. 


They are recommended for carriage and wagon building and 
similar heavy work. 


The Planes are fitted with End and Side Adjustment of Cutters, 
the Handles and Knobs are of Selected Hardwood, and Lever Caps 
and Small Screws are Chrome Plated. 


Length of Cutter 
Inches Inches 


Weight 


Width 
Pounds 


| 
24 34 
2 44 





Packed 1 per box 
Spare Irons on page 151 























RECORD SKEW RABBET PLANES 


With Adjustable Depth Gauge and Tungsten Steel Cutter 


The Skew Cutter in 
this Plane, together 
with the perfect 
balance, ensures 
smooth cutting with 
very little effort. 


It will lie perfectly 
flat on either side. 





RECS GES 
He. SOF, 883 


It is fitted with an Adjustable Depth Gauge which can be 
detached when necessary. 


The Skew Cutter also enables the Plane to be used for rabbeting 
across grain. 


Width 
Length of Cutter Weight 
Inches Inches Pounds 


44 24 
13 23 
13 3 


RECORD ROUTER PLANE 








This Plane is for cutting grooves, etc., parallel to the surface of the 
work. Two holes are provided in the body, giving alternative 
positions for the cutter. 


4° width of Cutter. Weight 3 pound. Code Word: Irebs 
Packed 1 per box. Spare Irons and Parts on pages 151, 152 and 155 
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RECORD ROUTER PLANE 


Open Throat With Improved Adjustable Fence 


No. 071 





Showing Fence in position 


These Planes are for cutting grooves, etc., parallel to the surface 
of the work. The improved Fence enables grooves to be cut parallel 
to the edge of the work whether straight or circular. 

The Fence is adjustable and can be used either right or left hand. 

The Cutters are adjustable by Screw Feed, and can be secured on the 
front of the Cutter Post for general work or on the back for Bull Nose 
work. 


For narrow surfaces there is an adjustable shoe for closing the 
throat. The rod may also be used, either end up, as a guide for the 
Cutter. When detached from the body of the Router the rod and 
shoe form an efficient depth gauge. 


An extra wooden bottom can be attached to the Plane for routering 
wide grooves. Knobs of selected hardwood. 


3 Cutters, 1”, 1”, and Smoothing Cutter 
74” long. Weight 2} pounds. Code Word : Ipfot 
Instruction Book provided with each Plane 


Packed 1 per box. Spare Irons and Parts on pages 151 and 155 
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RECORD ROUTER PLANE 


Closed Throat With Improved Adjustable Fence 


No. 0714 





Showing Fence in position 


These Planes are for cutting grooves, etc., parallel to the surface 
of the work. The improved Fence enables grooves to be cut parallel 
to the edge of the work whether straight or circular. 


The Fence is adjustable and can be used either right or left hand. 


The Cutters are adjustable by Screw Feed, and can be secured on 
the front of the Cutter Post for general work or on the back for 
Bull Nose work. 


An extra wooden bottom can be attached to the Plane for routering 
wide grooves. Knobs of selected hardwood. 


3 Cutters, }”, 4”, and Smoothing Cutter 
74” long. Weight 2 pounds. Code Word : Ipfru 


Packed 1 per box. Spare Irons and Parts on pages 151 and 155 
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RECORD CIRCULAR PLANES 


These Circular Planes are fitted with flexible spring steel faces 


for planing concave and convex surfaces. End and Side Adjustment 
of Cutters. 


No. 020 






The steel face of No. 020 Plane is anchored at each end to the 


body, and is screw adjusted from the centre. Frame provides handles 
at both ends. 


10” long. 12” Cutter. Weight 4 pounds. Code Word: Ipfer. 


No. 0113 


The steel face of No. 0113 Plane is anchored to the Plane Body in 
the centre and adjusted at the ends by means of a screw controlling 
the two levers. The toothed segment plates are graduated to 
provide for setting to correct radii. 


10” long. 13” Cutter. Weight 33 pounds. Code Word : Ipfis. 
Packed 1 per box. 


Spare Irons and Parts on pages 151 and 156. 
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RECORD SPOKE SHAVES 


With TUNGSTEN STEEL Cutters. 





Malleable Iron Bodies Enamelled Red 


Guaranteed against breakage 


These Spoke Shaves are fitted with Double rons. The combined 
Cap Iron and Lever Cap being secured by means of a thumb screw. 





Adjustable Cutter. Raised Handle. 
No. AI51. Flat Face. Code Word: Iposa 
No. AI5IR. Round Face. Code Word: Ipswa 


10” long. 24” Cutter. Weight 5 pounds per half-dozen 





Raised Handle 


No. A5I. Flat Face. Code Word: Iporl 


No. A5IR. Round Face. Code Word: Ipsil 


10” long. 23” Cutter. Weight 43 pounds per half-dozen. 
Packed 6 per box. 
Spare Irons on page 152. 
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RECORD SPOKE SHAVES 


With TUNGSTEN STEEL Cutters 
Malleable Iron Bodies. Enamelled Red 


Guaranteed against breakage 


. These Spoke Shaves are fitted with Double Irons. The combined 
Cap Iron and Lever Cap being secured by means of a thumb screw. 





Straight Handle Straight Handle 
No. A63. Round Face No. A64. Flat Face 
Code Word : Ipoub Code Word : Ipowc 
9” long. 132” Cutter 9” long. 12” Cutter 
Weight 3 pounds per half-dozen Weight 3 pounds per half-dozen 


Packed 6 per box. Spare Irons on page 134 





No. A65. Chamfer Spoke Shave 
Code Word : Ipsag 


Adjustable Chamfer Straight Handle 


104” long. 14” Cutter. Weight 53 pounds per half-dozen 


Packed 3 per box. Spare Irons on page 152 





RECORD SPOKE SHAVES 


With TUNGSTEN STEEL Cutters 
Cast Iron Bodies Enamelled Blue 


These Spoke Shaves are fitted with Double Irons. The combined 


Cap Iron and Lever Cap being secured by means of a thumb screw. 


Adjustable Cutter. Raised Handle 


No. 0151. Flat Face Code Word: Ippol 
No. OISIR. Round Face Code Word: Ippra 


10” long. 24” Cutter. Weight 44 pounds per half-dozen 


Raised Handle 


No. 051. Flat Face Code Word : Ippaf 


No. OSIR. Round Face Code Word : Ippeg 


10” long. 23” Cutter. Weight 44 pounds per half-dozen 


Packed 6 per box Spare Irons on page 152 





147 


RECORD SCRAPERS 


No. 080 Record Cabinet Scraper 
Raised Double Handle 


The Scraping Iron is made to cut freely by springing it to a slight 
curve by the adjustment of the thumb screw. 


The Iron has two scraping edges, and is reversible. 
l1i”long. 23” Cutter. Weight 14 pounds. Code Word : [prod 


‘Instruction Book provided with each Cabinet Scraper 


No. 070 Record Box Scraper 


This Box Scraper is for scraping stencils and marks from the 
surface of boxes, floors, etc. 


The Handle is hinged on the body, and the Cutter and bottom 
are slightly curved for scraping uneven surfaces. Ash Handle. 


13” long. 2” Cutter. Weight | pound. Code Word: Ipryf 


Packed 1 per box 


Spare Irons on page 152 
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RECORD PLANE IRONS 


(Tungsten Steel) 

The use of a Special Crucible Cast TUNGSTEN STEEL for Plane 
lrons or Cutters has been developed by the makers of Record Planes, 
and as a result of metallurgical research and exhaustive tests a quality 
of Steel has been produced which will retain its fine edge and fast 
cutting quality on the hardest woods. 

Record Plane Irons are hardened and tempered under scientific 
control which ensures accuracy and uniformity. They are precision 
ground all over to ensure uniform thickness and alignment which 
are so vital to the efficiency of the whole assembly and which eliminates 
the possibility of chatter or vibration. 

THE REASON WHY RECORD PLANE IRONS CUT 
FASTER AND LAST LONGER 


#8 





Tungsten Steel Ordinary Cast Steel 
Views under microscope on same magnifications 
These photographs show the fineness of the grain of Tungsten 
Steel compared with that of ordinary Cast Steel. 
This density of structure means that Tungsten Steel is more 
resistant to wear and will take a keener cutting edge and hold it for 
a longer time than any other Steel. 


Every Record Plane 
lron passes a final test on 


the right temper and 
correct in every way. 





Testing Record Plane Irons 


a Hardness Testing Machine 
and is guaranteed to be 




































RECORD PLANE IRONS 


(TUNGSTEN STEEL) 








Single Cutting Iron Cutting Iron with Cap Iron 
and Screw (Double Iron) 


Inches 


Fore 23 


25 


Jointer | 23 
Jointer | 


Technical Jack 





Parts Available :—Single Cutting Iron. 
Cutting Iron complete with Cap Iron and 
Screw (Double Iron). 
Cutting Iron complete with Stay-Set Cap lron 
and Screw. 
Ordinary Cap Iron only. 
Stay-Set Cap Iron only. 


When ordering spare Irons state the PLANE No. and 
width of Cutter together with the parts required. 
Single Plane Irons packed 6 per box 
Double Plane Irons packed 3 per box 


Continued 
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For 
Plane 
N 


010 
0104 
020 
043 


050 
405 
071 
071 
071 
722 
041 
042 
073 
075 
076 
077A 
311 
2506 


2506S 


Type 


Rabbet 

Rabbet 

Circular ... 
Plough 

Plough 
Combination 
Multi-Plane 
Router 

Router 

Router 

Router 
Shoulder Rabbet 
Shoulder Rabbet 
Shoulder Rabbet 


~ Bull-Nose Rabbet 


Bull-Nose Rabbet 
Bull-Nose Rabbet 
“Three-in-One”’ 
Side Rabbet 

Side Rabbet 





RECORD PLANE IRONS 


Continued 


| Width of 
Cutter 


Inches 


25 Cutting Irons 
24 with Ordinary 

Cap Iron and 
13 Screw 


See page 100 
See page 102 
See page 104 
See pages 108 and 109 


z 
t 


Smoothing Cutter 


Pairs 
: ce 





NOTE.—AIll the above are Single Cutting Irons except where 
otherwise stated 
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RECORD PLANE IRONS 


Continued 

eee 
No. Me: Inches 
078 Duplex Rabbet sie 14 
778 Improved Rabbet ae 14 
094 Block... en pe 1% 
0102 Block... ee bee 13 
re ae as > ae mE 1% 
0120 Block... ims we 1% 
0130 Bioek... ..s ot oh 1% 
0220 Block... Ble re | 13 
730 Softboard eae oe See page 158 
735 Soft and Hardboard ... See page 157 


SPARE IRONS for RECORD SPOKE 
SHAVES and SCRAPERS 


Width of Cutter Width of Cutter 
For Spoke Shave No. Inches For Scraper No. Inches 


051 and 051R 24 070 2 
0151 and 0151R 24 080 Plain 23 
A51 and AS1R 24 080 Coarse Tooth 23 
A63 12 080 Fine Tooth 23 
A64 12 

A65 14 

A151 & A151R 


All the above are supplied as single cutting irons 
Spare cap irons and screws are available for spoke shaves as 
required 











HINTS FOR GRINDING AND HONING PLANE IRONS 


The best results are only obtained when the Bevel of the Cutting 
lron is ground at the correct angle, that is 25 degrees. A line gauge 
for this purpose is stamped on Record Cap Irons and should be used 
as shown below. Water should be used on the grindstone wherever 
possible to prevent the temper of the Iron being drawn and a square 
should be used to ensure that the cutting edge is ground square 
with the sides of the iron. 


\\* 





The process of honing or whetting is simply rubbing the bevelled 
edge of the Iron on the face of the oilstone. The best kind of stone 
for Plane Irons (and also for Chisels and other carpenters’ tools) is a 
medium cutting grit which may be either natural or artificial, i.e., 
manufactured. With natural stones, there is still an element of luck 
as to whether one secures a good one, but if a well-known brand is 
procured, such as the Lillywhite Washita, it is possible to get a good one. 

Of the manufactured stones, the India stone will serve well, and 
a two-sided one, i.e., medium and fine, will give good service. Fora 
very keen edge that is a delight to use, the edge should be finished off 
on an Arkansas stone. If the stone is new it should be soaked in oil 
for a few days (India stones excepted, for they are oil-filled already). 

First put a few drops of oil on the stone and wipe it thoroughly 
clean with a rag—not shavings, which are apt to fill the pores of the 
stone with dust and grit. Having cleaned the stone and put a few 
drops of oil on it, bring Iron into contact with the stone. Feel the 
bevel in contact throughout, and then raise the back slightly so that 
you will work on the front, i.e., the cutting edge. The best motion 
is “‘to and fro,” though some craftsmen use a figure of 8 motion. 

Use as much of the flat surface of the stone as possible, for in 
this way the wear on the stone is more evenly spread. Do not allow 
the iron to “rock,” as this must inevitably result in a curved edge 
that cannot cut well and will necessitate re-grinding straight away. 
Keep the wrists rigid and the angle of iron to stone constant. Apply 
a moderate pressure and keep whetting until the line of reflected 
light on the edge disappears. 

There will be a certain amount of wire edge rubbed away, and 
this will hang on at the extreme edge. To remove it, turn the Iron 
over absolutely flat on the stone and give two or three light rubs. 
On no account have the Iron raised so that this produces a bevel. 

An ultra keen edge can be obtained by finishing off on a leather 
strop placed flat on the bench. The strop should be dressed with 
Russian tallow and a little fine flour emery. 
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PARTS FOR RECORD PLANES 


RECORD SMOOTH, JACK, FORE AND JOINTER 
RANGE, Nos. 03 to 08 and T5 


Cap Screw 

Lever Cap 

Lever Cap Screw 

Frog complete with Latera 
Adjusting Lever, Y Lever, 
Cutter Adjusting Screw 
and Nut 

“Y” Adjusting Lever 

Adjusting Nut 

Lateral Adjusting Lever 

Frog Screws 

Plane Handle 


Z pol : Plane Knob 
Y aa Bolt and Nut for Handle 
OA THe 46) = Bolt and Nut for Knob 
Toe Screw for Handle 


Plane Body 
Adjusting Screw for Frog 


RECORD DUPLEX RABBET AND FILLISTER 
PLANE No. 078 


Body 

Lever Cap 

Lever Cap Knurled Screw 

Cutting Iron 

Lever Cap Screw 

Fence 

Thumb Screw for Fence 

Fence Arm 

Depth Gauge 

Thumb Screw and Washer for 
Depth Gauge 

Spur and Screw 

Adjusting Lever and Rivet 


rASI™mMooE> 
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PARTS for RECORD PLANES 


RECORD BULL-NOSE 
RABBET PLANES 


Nos. 076, 077A and 311 


Body complete 

Lever Cap 

Cutting Iron 

Lever Cap Screw 

Adjusting Screw for Cutter 
Adjusting Nut for Cutter 
Locking Screw for Nose 


I7™MONE> 


RECORD SHOULDER 
RABBET PLANES 
Nos. 041, 042, and 073 
Body (complete with Adjust- 

able Mouth Slide and 
Screws on No. 073) 
Lever Cap 
_ Cutting Iron 
Lever Cap Screw 
Adjusting Screw for Cutter 
Adjusting Nut for Cutter 
Mouth Adjusting Screw 
Mouth Locking Screw and 
Washer 


> 


AI™™MOO 


RECORD ratte ati PLANE 
o. 

Body with Cutter Adjusting 
Screw 

Cutters (set of three {”, 4” 
and Smoothing) 

Foot for Smoothing Cutter 
with Screw 

Leg for Smoothing Cutter 

Knobs 

Bolt and Nut for Knob 

Adjusting Screw for Cutter 

Adjusting Nut for Cutter 

Clamping Collar and Thumb 
Screw for Cutter 

Depth Gauge and Shoe 

Fence 

Screw and Washer for Fence 


is 


om Aer DIO oe 
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A. 
B. 
Cc. 
D. 
E. 
F. 
G. 
H,. 
J. 
K. 
L. 
M. 
N. 





PARTS for RECORD PLOUGH PLANES 


Main Stock 

Fence with Thumb Screws 
Fence Arms, Long 

Fence Arms, Short 

Lever Cap 

Lever Cap Knurled Screw 
Cutters 

Depth Gauge 

Depth Gauge Thumb Screw 
Fence Thumb Screw 
Cutter Adjusting Screw 
Cutter —s Screw 
Body Arm Set Screw 


TO™MON E> 


Main Stock 

Fence with Thumb Screws 
Fence Arms 

Lever Cap 

Lever Cap Knurled Screw 
Cutters 

Depth Gauge 

Depth Gauge Thumb Screw 


- Double Iron (Cutting Iron 


with Cap Iron and Screw) 
Single Cutting Iron 


. Lever Cap 


. Lever Cap Screw 


Cradle 

Frog, with Frog Screw and 
Washer, Y Lever, Lateral 
Adjusting Lever, Cutter 
Adjusting Screw and Nut 


- Plane Bottom, with Hinges 


Body 


E Bottom Adjusting Screw 


Bottom Adjusting Nut 





PARTS for 
RECORD COMBINATION PLANE, No. 050 


Main Stock 
Sliding Section 
Fence with Thumb Screws 
Fence Arms 
Beading Stop 
Depth Gauge 
Cutters (set of 17) 
Sliding Section Fixing Screw 
Cutter Adjusting Nut 
Cutter Bolt 
Cutter Bolt Wing Nut 
Depth Gauge Thumb Screw 
Spurs, with Screws (2 pairs) 
Shaving Deflector 

. Cutter Adjusting Screw 
Cutter Clamping Bracket 
Cutter Clamping Bracket Bolt 
Cutter Clamping Bracket 

Washer and Wing Nut 


PRIOA-IMMONS>y> 


NXxS” 


PARTS for 
RECORD MULTI-PLANE, No. 405 


Standard Cutters (set of 23) 
Main Stock 

Sliding Section 

Fence (complete) 

Cutter Bolt 

Cutter Bolt Wing Nut 
Slitting Cutter Stop Thumb 


Screw 

Cutter Bolt Clip and Screw 
Body Arm Set Screw 
Cutter Adjusting Screw 
Cutter Adjusting Screw Nut 
Fence Arms, Long 
Fence Arms, Short 
Adjustable Depth Gauge 
Adjustable Beading Stop 
Sliding Section Depth Gauge 
Sliding Section Thumb Screw 
Slitting Cutter Stop 
Cam Steady 
Spurs and Screws 
Rosewood Slide for Fence 
Fence Thumb Screw 

. Knob and Bolt and Nut 
Fence Sliding Bar Set Screw 
Fence Slide Adjusting Screw 
Adjusting Depth Gauge Nut 


NXKXSSSAMPOVOZZOAN TT OMMONPyY 
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PARTS for RECORD BLOCK PLANES 


No. 094 


7 


Body complete with Adjust- 
able Mouth Plate 

Lever Cap 

Cutting Iron 

Lever Cap Screw 

Front Knob 

Cutting Iron Adjusting Lever 

Cutter Adjusting Nut 

Lateral Adjusting Lever 

Adjustable Mouth Quadrant 








Seaton » 












No. 0102 to 0120 


Body 

Lever Cap 

Cutting Iron 

Lever Cap Wheel 
Knob 

Frog Slide 

Cutter Adjusting Screw 


I™™mONP > 





Body 
Lever Cap 







Cutting lron 

Lever Cap Screw 

Knob 

Frog Slide 

Cutter Adjusting Screw 







I™moONP> 
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RECORD HAND DRILL 
No. 


Capacity -; inch. 


With the re-introduction of the Record Hand Drill, a new standard 
has been set of highly finished, precision engineering coupled with sturdy 
construction ensuring long, trouble-free service. 


Principal features are :— 


CHUCK — 3-Jaw all Steel Chuck with hardened Steel Jaws and 
concealed springs. Capacity 7”. 


GEARS — Machine cut gears and pinions throughout. Double Steel 
Pinions. Ball Thrust Bearing. 


FRAME — Malleable Iron. 
HANDLE AND KNOBS — Selected Beech, French Polished. 
FINISH — Stove Enamelled Record Blue. All bright parts plated. 


Packed 1 per box. 


Length 13)’. Weight 1 Ibs. 
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TRADE MARKS REGISTERED IN THE 
UNITED KINGDOM AND ABROAD. 







GENUINE 


MADE IN 
ENGLAND 
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TRADE MARKS REGISTERED IN THE 
UNITED KINGDOM AND ABROAD |. 







GENUINE 


MADE IN 
ENGLAND 





